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Letter to stakeholders
Dear Stakeholders, NRAs, ACER and Commission, 

The energy transition and the COVID-19 pandemic are triggering unprecedented transformations and 
challenges for the power sector. This twin challenge adds to a very fast changing energy landscape 
characterised by deepening EU integration, a growing penetration of renewable energy and new 
regulatory requirements.  

Despite the difficulties faced by all sectors of the economy last year, NEMOs succeeded in rapidly 
adapting to the evolving environment and ensuring the stable and safe operation and performance of 
their functions.Since April 2020, soon after the first wave of the pandemic swept across Europe, NEMOs 
adopted a wide variety of measures to safeguard continuity of all operations both in the context of 
Single Day Ahead Coupling (SDAC) and Single Intraday Coupling (SIDC) while ensuring a safe 
environment for their staff. In its 2020 Annual report CEER acknowledged that ΆOverall, the fundamental 
regulatory principles worked well as markets and grids functioned well and absorbed the shock 
successfully, and the energy system proved to be resilient·.

ΆTransparency and
stakeholders;  involvement 
is key to support an effective
EU market integration·
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In addition to the developments and changes already implemented in SDAC and SIDC, the CACM review 
process initiated in 2020 opens the door to new changes to the current design of both coupling projects.

We are certain that these developments further increase the need for and the value of information and 
data. Information and data allow stakeholders to monitor the progress of existing initiatives, to have 
better visibility of the next steps needed and ultimately to allow them to take better informed 
decisions. In this context, the CACM Annual Report is an essential tool providing relevant information to 
all stakeholders. Although this third issue of the CACM Annual Report follows the structure of the 
second issue, it contains additional information and data. Furthermore, following the feedback received 
on previous editions, improvements have been implemented throughout the report.

The year 2020 was the last one in which Great Britain (GB) was part of the SDAC. Although the impacts 
of Brexitcontinue to be felt, Great Britain is no longer part of the EU internal energy market. Therefore, it 
cannot participate in either SDAC and SIDC through GB interconnectors anymore. NEMOs call on the 
relevant authorities to ensure that alternative models for managing these interconnections will not have 
a negative impact on SDAC and SIDC operations.

Letter to stakeholders
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To further improve governance arrangements of SDAC and SIDC, NEMOs and TSOs are implementing  a 
solution built around agreed joint governance principles. The establishment of a joint governance 
structure is expected to be launched in early 2022.

In 2020, two key elements were added to the regulatory framework: in January 2020, ACER published 
Decision 04/2020 on Algorithm methodology and Decision 05/2020 on Intraday products methodology. 
Additionally, following a public consultation, ACER published its Decision 37/2020 on Day-Ahead 
products methodology on 22 December 2020, this followed a year of review of the methodology by 
NEMOs.

NEMOs also worked with TSOs and ACER in the development of co-optimisation following ACER 
Decision 12/2020.

Letter to stakeholders
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In the SDAC, the most significant milestone reached in 2021 is the entry into force of the so-called SDAC 
enduring phase, where the whole SDAC geographical scope is coupled. This was achieved by the 
merging of the MRC and the 4M MC region.

Furthermore, in December 2020 the SDAC, further extended its reach when the Greek day-ahead market 
was integrated via the Greek-Italian border. A further step towards a fully integrated pan-European 
electricity market was the coupling of  the Bulgaria G͵reece market implemented in May 2021.

The next big step in the SDAC is the implementation of the flow-based market coupling in the Core CCR 
by February 2022.

With regards to the evolution of the algorithm, we are facing several challenges, to ensure it is fit for the 
upcoming market design changes, such as the implementation of 15 min MTU in a stepwise manner as 
requested by NRAs. The implementation of the 15/30 min MTU go-live in the day-ahead timeframe is 
planned in two waves in 2024. Regional Implementation Projects were established in order to prepare for 
the go live waves.

Letter to stakeholders
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In the SIDC, after the successful go-live of the ΆSecond wave·, in November 2019, the next couplings 
were divided into more waves than initially planned. The third wave including Italy is foreseen for Q3 
2021, while Greece is expected to go live in Q1 2022 as a fourth wave and Slovakia will joint in the fifth 
wave. In this edition of the CACM Annual Report, we have included additional information and data to the 
SIDC chapter, not available in previous editions.

In 2020, NEMOs and TSOs started the discussion on how to develop and implement IDAs. Some basic 
elements of the design have already been decided. Indeed, the launch of IDAs will be challenging for 
several reasons, such as the stringent requirements set forth by the Regulation and ACER Decisions. In 
addition, although the use of SDAC assets for IDAs will bring efficiency and consistency, the launch of 
IDAs will be dependent on the evolution of Euphemia.

Letter to stakeholders
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In the years to come, we will endeavour to continue providing greater insights and status of 
advancements on the elements above. We plan to include in the relevant sections the various steps and 
key milestones needed for the implementation of the different elements described above, paying special 
attention to the changes in CACM. 

We reiterate our commitment to work with  stakeholders, NRAs, ACER and the Commission in a 
transparent manner towards achieving a fully integrated, well-functioning and efficient European 
Electricity Market.

Rafael Gómez-Elvira González

Chairman of the All NEMO Committee

Letter to stakeholders
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Regulatory framework
Annex I to the ACER Decision 04/2020 on the Algorithm
Methodology of 30 January 2020 (hereinafter referred to as
Algorithm Methodology) provides the regulatory framework for this
CACM Annual Report. It includes the methodology for the price
coupling algorithm, the continuous trading matching and the
intraday auction algorithm also incorporating a common set of
requirements in accordance with Article 37(5) of the Commission
Regulation (EU) 2015/1222 of 24 July 2015 establishing a
guideline on capacity allocation and congestion management
(CACM).

The reporting obligations to comply with CACMAnnual Report are
listed in the Algorithm Methodology. This report is elaborated in
cooperation with TSOs and is structured in the following manner,
for both ex-ante market timeframes :

1. OPERATIONSREPORT,consists of:

a) Report on incidents : According to article 4(17) and 5(17) of
the Algorithm Methodology, it provides a list of incidents in
the operation of the relevant algorithm and the application of
back-up and fall-back procedures. It includes an explanation
for their occurrence, as well as remedies applied or
anticipated to prevent their recurrence;

b) Report on the decisions on requests for change: According
to article 19(11) of the Algorithm Methodology, it indicates
the decision for each request for change, the criteria and the
principles behind such decision as well as the assessment
report as required under article 17(12) of the Algorithm
Methodology; and

c) Report on the application of corrective measures:
According to article 12(13) of the Algorithm Methodology, it
indicates the corrective measure applied, the reasons for
applying it and provides additional information on plans for
future measures to address these problems.
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2. REPORTON THE OUTCOMEOF THE MONITORINGOF THE
ALGORITHMPERFORMANCE: According to article 8(3) of the
Algorithm Methodology, it contains the items listed in Annex 3
and Annex 4 to the Algorithm Methodology, all cases of
performance deterioration or non-compliance with an
implemented functionality, an analysis on the usage of each
product and its impact on algorithm performance (for SDAC
only), a description of the reasons for these occurrences and
remedies or future improvements (as referred to in article 5 of
Annex 3 and article 5 of Annex 4 to the Algorithm Methodology)
and a presentation of the conclusions made in cooperation with
the relevant stakeholder fora.

3. SCALABILITY REPORT: According to article 9(4) of the
Algorithm Methodology, it provides the outcome of the
assessment of the estimated level of scalability for the coming
years and an explanation as to whether this level meets
adequate scalability requirements. This section also includes
the assessment of the effective usage, anticipated usage and
usage range. Finally, it provides the prospective projects
scoped as part of research and development with estimated
workloads.

4. REPORT ON RESEARCH AND DEVELOPMENTACTIVITIES:
According to article 11(8) of the Algorithm Methodology, it
provides the status of the research and development activity
and the planning of the future research and development
activity, including an estimation of the identified workload and
the associated budget.

In addition, article 20(3) of the Algorithm Methodology sets the
obligation to publish all the above-mentioned reports.

Regulatory framework
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NEMOs are the Nominated Electricity Market Operators
designated by the competent national authorities to run the Day
Ahead and Intraday markets according to CACM. Currently there
are 16 NEMOs designated for both DA and ID, with the exception
of Nasdaq and EXAAwhich are designated only for the Day Ahead
market.
The All NEMO Committee is the body established by NEMOs to
facilitate their cooperation in the delivery of common European
tasks. It manages the presentation of the Terms Condition and
Methodologies expected under CACM(the so called MCOPlan,the
relevant Methodologies and the contractual framework among
NEMOs and with TSOs) and ensures NEMO representation,
rs`jdgnkcdqƦrinvolvement and legal compliance.

Further info about NEMOsand the NEMOCommittee can be found
at www.nemo-committee .eu

NEMOs & NEMO Committee

http://www.nemo-committee.eu/
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REPORTING: Publication of 2019 Cost Report,2019 CACMReport

COMMUNICATION: a free, live webinar was held on 8 July 2020
about the CACMAnnual Report 2019 together with ENSTO-E.

NEMO REPRESENTATION: preparation and representation of
NEMO positions in public fora (including among others the
Florence Forum and the MESC)and in institutional fora (including
the ECGovernanceWorking Group and the Trilateral Coordination
Group)

METHODOLOGIES:
- Algorithm Methodology . Amendments requested by previous

version of Algorithm Methodology, including binding
provisions related to algorithm change control, algorithm
performance monitoring, introduction of intraday auctions as
a solution to provide intraday capacity pricing according to
@BDQƦrdecision No. 014/2019. Submitted for approval to
ACERon July 2019, according to new ACERRegulation, and

approved by ACERdecision No 04/2020 of 30 January 2020
with amendments. Deliveredin cooperation with TSOs.

- ID product methodology : Amendment of previously approved
ID product methodology, which includes descriptions of the
products being supported in IDAs,approved by ACERdecision
No 05/2020 of 30 January 2020.

- DA product methodology : in every two years, all NEMOsshall
consult in accordance with Article 12 of CACM Regulation on
products that can be taken into account by NEMOs in the
single day-ahead coupling. The justification document was
published in June 2020 and later approved by ACERdecision
No 37/2020 of 22 December2020

NEMO Committee Activities
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CONSULTATIONS:
Launched: Public consultation on products that can be taken into
account in the SDAC

Replied:
- Response to ACERconsultation on its proposed amendments

to the all TSOsproposal for a methodology for a co-optimised
allocation process of cross-zonal capacity for the exchange of
balancing capacity or sharing of reserves

- Response to EC public consultation on amendments to
procedural provisions in electricity network codes and
guidelines

OPENCALLFORPAPER:
Ƣ All NEMO Committee issued a call for papers on 6th of July

2020 for new and disruptive ideas on the day-ahead market
coupling algorithm. The submission deadline was 31 October
2020. The most promising contributions were presented in a
dedicated session of a workshop on the ƩEtstqdof the
`kfnqhsglƪ+organised in March 2021, in collaboration with
TSOs,NRAsand ACER.

GOVERNANCE:
- Joint governance: The high level design of the day-to-day

management of the SDACand SIDC between the TSOs and
NEMOs,according to Article 10 CACMis completed. The lean
implementation process has started, the go live of the new
governance structure is expected in 2022.

FURTHERTASKS:
- IDA: All NEMOs in collaboration with all TSOs are working on

the finalisation of a high level design for the implementation of
Intra Day Auctions, complying with @BDQƦrdecision on
Intraday Cross Zonal Capacity Pricing. The elaboration of the
Terms of reference of IDAcommenced in 2020.

NEMO Committee Activities
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Enabling the European energy 
transition through: 
- European long term grid 

planning

- European security analysis

- Technical/market rules

- European platforms

- Standardisation & research

- Regional & global 
cooperation

ENTSO-E
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Single Day -Ahead Coupling

Executive summary Single Day -Ahead Coupling

High level 
market data

The SDAC covered a large proportion of the EU, including 27 Countries. Its traded volumes grew to 1 530 TWh with clearing prices heavily 
cdbkhmhmf vhsg qdrodbs sn 1/08+ q`mfhmf eqnl `qntmc 2/ ƹ.LVg sn 3/ ƹ.LVg+ vhsg sgd dwbdoshnm ne Mnqchb Bntmsqhdr+ vghbg rgnv annual 
`udq`fd oqhbdr `qntmc 04 ƹ.LVg-

Operations report

SDAC operations continued to show  great reliability despite the increase in the number of incidents when compared to previous years. 
These  incidents were mainly related to technical issues belonging to local NEMO or TSO systems and they were not caused by the SDAC 
algorithm or its procedures. The most critical incident in SDACled to a decoupling in February 2020. The incident was also due to a local IT 
issue. Many RfCs of increasing complexity went live, including the Nordic MNA, NordNed MNA and the inclusion of Greece into SDAC. There 
has been no needto trigger corrective measures.

Performance 
Monitoring report

The SDAC algorithm continues to perform well.The usage of products experienced a stable growth with respect to 2019 (+ 9%) while the Time 
To First Solution (TTFS) decreasedto -6%, remaining well below the limit of 12 minutes TTFS allowed. Optimality and Repeatability continued 
to perform well from 2018 to 2019. Theindividual impact of products study indicates that no product on its own seems to have a 
disproportionate  key impact on performance. Increase of the number of sessions in the scenarios (size of the sample) used seems not to 
impact significantly to the outcome of the  individual impact of products study.

Scalability report

For the period 2022Ƣ2024, the demand for scalability is expected to increase significantly. Beyond 2022 the simulated performance seems not 
to be adequate with the current  industrialized versions of the algorithm,  but this widely reflects an overestimation of some usages due to the 
algorithm methodology provisions to calculate growth . Furthermore, the  outcome of the R&D shows  promising results that can deliver or at 
least improve  significantly the scalability  of the algorithm before the  distant future scenarios challenge scalability.

R&D report

In 2020 NEMOs and TSOscontinued the R&D three year programme launched in 2019. The first set of the outcomes of the research was 
implemented into production. About 40% of the annual budget was dedicated to topics linked to the implementation of the 15 min MTU.To this 
respect, among the most significant outcomes, the simulations show that distributed computing along with the SCOs adoption and other 
performance improvements will allow improvement in TTFS up to 47%, enabling the run of all the simulated sessions within 22 minutes.
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Single Intraday CouplingSingle Intraday Coupling

Executive summary Single Intraday Coupling

High level 
market data

Traded volume in the SIDC reached 82 TWh in 2020, in more than 40 million trades. Annual mean price per bidding-zone ranged from 
8-/8 ƹ.LVg sn 35-78 ƹ.LVg-  

Operations report
21 RfCs were implemented in 2020. There were new borders due to new interconnectors, product extensions and Multi NEMO 
implementation among others. There were 24 incidents in 2020,a figure slightly lower than the previous year. There were three incidents 
leading to halt in trading,a number significantly lower than in 2019.  

Performance 
Monitoring report

After the go-live of the Second Wave atthe end 2019, executed orders and trades have increased steadily confirming the importance of 
the continuous trading market for market participants. The  number of daily orders reached up to 3 million on avarage, while concluded 
trades reached 175k. The time performance of the systems hasbeen stable throughout the year. The liquidity is concentrated in the last 
trading hours before delivery with 36% of the volume traded in the hour before GCT and 68% in the last 3 hours before GCT. 

Scalability report

Scalability is mainly affected by the growth in markets in combination with the geographical extension and functional changes. The 
performance indicators focused on processing of orders/trades show that there is a sufficient headroom for the extensions for eseen in 
coming years. SIDC still focuses on improving scalability in 2021 to ensure resilience and robustness for a number of upcoming RfCs, 
aimed at  implementing requirements such as the cross-matching of different products and other functional changes.

R&D report The major future changes subject of R&D  are transit shipping (enduring solution), intraday auctions, losses and cross-product matching, 
extended use of 15/30 minutes level, and flow based allocation.
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SDAC     Single Day -Ahead Coupling
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Single Day -Ahead Coupling

NEMO requirements 
Ƣ Block products (simple, linked, 

exclusive)
Ƣ PUN & merit orders
Ƣ Complex Orders
Ƣ Aggregated MTUs orders 

(curves)

TSO requirements 
Ƣ ATC and Flow based (PTDF 

constraints)
Ƣ Intuitive flow-based
Ƣ Network constraints: 

Ramping, losses, minimum 
stable flows...

CACM requirements 
Ƣ Adequate optimality
Ƣ Adequate scalability
Ƣ Adequate repeatability
Ƣ MNA
Ƣ MTU: 60 min

Systems release(s)
Ƣ Euphemia 10.4 

(18/06/2020 to 01/12/2020)
Ƣ New features: 

Deterministic Time / 
parallel ATC lines / 
external constraints / 
previous allocations in 
ramping constraints

Ƣ Euphemia 10.5 
(from 02/12/2020)
Ƣ New features: LTA 

inclusion in Flow based 
regions / Scalable 
Complex Orders

Ƣ PMB 10.2 (from 03/04/2019)

SDAC main features
Geographical scope
Ƣ MRC (PT, ES, FR, IT, 

DE, BE, NL, LU, UK, IE, 
AT, SI, HR, BG*, GR, 
PL, LT, LV, EE, FI, SE, 
DK, NO)  

Ƣ 4MMC (HU, CZ, SK, 
RO)

The map reflects the 
situation in 2020. The 
go live of the Interim 
Coupling Project in 
June 2021 merged 
the MRC and 4MMC 
perimeters.
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Single Day -Ahead Coupling

High level market data
In 2020, the SDACcovered most of the EU,despite still being divided in two regions (MRC and 4MMC),
with Bulgaria being supported in isolated mode and Greececoupled to SDACsince mid December.

- The ©snonknfx¸of the coupling included 27 Countries, 61 bidding zones, 35 TSOs and 16 NEMOs,
stable with respect to the previous year.

- The©dbnmnlhbchldmrhnm¸of the coupling, despite the impact of the pandemic, grew slightly (+3%)
up to 1 531 TWh, with a downward trend month on month in the period April-May. The welfare
managed by the algorithm increased up to an average of around 9Aƹper session, of which 8.9Aƹ
were from MRCand 96.4Lƹfrom 4MMC.

- The clearing prices declined significantly compared to 2019, mainly due to the pandemic situation.
With the exception of Nordic Countries ƣwith an annual average price around 15 ƹ.MWh ƣ the
average prices converge among 30 ƹ.LVgand 40 ƹ.LVg. Hourly prices ranged between -115 and
1 700ƹ.LVg+significantly less than the absolute min and max prices set in the related methodology.
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Single Day -Ahead Coupling

Price indexes are computed excluding hourly prices in zones with no traded volume on a
daily basis. Yearlyprices are computed as simple averagesof hourly prices.

Traded volumes are computed based on purchase volumes in each bidding zone.

CLEARING PRICES̱
Annual mean (͎/MWh) 

Annual Daily average Daily  minimum Daily maximum

1531.07 4.19 3.36 4.97

TRADEDVOLUMES(TWh)

Hourly 
minimum

Hourly 
maximum

-115 1 700

High level market data

-2%

1%

4%

7%

10%

Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec

 volumes share 2020 vs 2019

Greece* coupling to SDAC
since 15/12/2020
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Single Day -Ahead Coupling

Operations report
In this section, 2018-2020 SDAC operational events are reported, including: the
incidents, requests for changes and corrective measures. Such events are separately
reported for both the MRC and 4MMC regions, at the level of the two coupled areas,not
at NEMO,TSOor country level.

INCIDENTS
As for the past year reports, incidents are classified according to two criteria (severity
and causes), with a classification in SDAC which is similar but not identical to that
applied in SIDC(given the differences in the two technical solutions).

Ƣ The incidents in 2020 experienced an increase with respect to the past two years,
both in MRCand in 4MMC.

Ƣ As regards severity, the most critical incident in SDACwas the one that lead to a
partial decoupling, which occurred on 04/02/20. The incident was not caused by
the SDACalgorithm or procedures,which performed as expected,but by an internal
IT issue at EMCO(more details are provided in dedicated paragraph on Decoupling
incident 4 February 2020).

ΆDuring 2020:

ͺthe Nordic MNA went live,

ͺa decoupling event
occurred, due to local
issues.·  
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Single Day -Ahead Coupling

Ƣ In MRC 46%of the incidents were visible to market participants
but risk of partial decoupling message was not sent, while in
4MMC the share of incidents not visible to the market
participants was 63%. The incidents in which a message of risk
of decoupling was sent represent a share of 19% in MRC and
27%in 4MMC.

Ƣ In MRC the totality of the incidents fell in the category ƩNsgdqƪ+
that is incidents that are mainly related to technical issues
belonging to local NEMO or TSO systems. In 4MMC, interface
issues and configuration were the type of incidents with higher
occurrence.

REQUESTSFORCHANGE(RfC)
RfCs are classified per type of requirement, the same classification
is used in SDAC and SIDC despite the differences of the two
technical solutions.
Ƣ Many important RfCs went live in 2020, in particular the

implementation of two MNAs: the Nordic which went live on
03/06/2020 and the NordNed on 17/11/2020. Two system
releases went live: Euphemia 10.4 (supporting Deterministic
Time / parallel ATC lines / external constraints / previous
allocations in ramping constraints ) on 17/06/2020 and

Euphemia 10.5 (supporting LTA inclusion in Flow based
regions/Scalable Complex Orders) on 01/12/2020. Alegro cable
went live on 3/11/2020, which lead to an increase of PTDF as
shown in slide 38, subsequently reduced thanks to the LTA
activation in CWE area, starting from mid December.
Furthermore on 15/12/2020 the extension of SDACto Greece
was successfully launched.

Ƣ The comparison with the previous two years shows that, the
SDAC project has managed a growing number of RfCs of
increasing complexity, while maintaining a high level of reliability
of the algorithm performance, as it will be shown in the next
Performance Monitoring section.

CORRECTIVEMEASURE(CM)
In 2020, no corrective measures were triggered.

DETAILEDOPERATIONREPORT
More information can be found in the Excel-file reported in the 
nemo-committee website at the publications section:
http ://www.nemo -committee.eu/publications

Operations Report

http://www.nemo-committee.eu/publications
http://www.nemo-committee.eu/publications
http://www.nemo-committee.eu/publications
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Single Day -Ahead Coupling

MRC

4MMC

Severity 1
Incidents that led to 
decoupling

Severity 2
Incidents where message of 
risk of decoupling was sent

Severity 3 
Incidents that were visible 
to market participants but 
risk of partial decoupling 
message was not sent

Severity 4
Incidents that were not 
visible to market 
participants

Monthly

Operations Report: Incidents ƣseverity
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Single Day -Ahead Coupling

MRC

Operations Report: Incidents ƣcauses 1)

4MMC

Other

Human error

Unusual process

Interface issue

System bug

Configuration

11

11
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Single Day -Ahead Coupling

Decoupling incident 4 February 2020
During the market coupling process on 4
February 2020 a technical issue was
experienced that led to a partial decoupling
of Nord OnnkƦrCWE order book and the
Kontek (DK2ƢDE), the Baltic (SE4ƢDE) and
the COBRA(DK1ƢNL) interconnectors.

The incident was caused by a technical
issue at Nord Pool and was not caused by
the common market coupling algorithm. The
beforementioned technical issue was
triggered by EMCO Local Trading RxrsdlƦr
inability to successfully aggregate the
purchase and sales curves. This prevented
EMCOfrom submitting the aggregated order
book to the central market coupling process.

The issue could not be fixed within the time
allocated by the MRC procedures and at
12:43 CET the partial decoupling of Nord
OnnkƦrCWE order book was declared and
shadow auctions were triggered for the
impacted interconnectors.

The borders decoupled were:

- SwedenƢGermany (Baltic Cable), for
which the capacity was given back to
the owners and not allocated in Day
Ahead.

- DenmarkƢGermany (Kontek), for which
the capacity was offered through
shadow auctions

- DenmarkƢNetherlands (COBRACable),
for which the capacity was offered
through shadow auctions

The final market coupling results were
published at 13:55 CET. The common
coupling system worked as expected and
ensured the coupling of the remaining part
of MRC.

The JSC initiated an in-depth investigation to
identify lessons learned to mitigate the risk
of similar incidents in the future.

Operations Report: Incidents
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Single Day -Ahead Coupling

LESSONSLEARNED

Ƣ For this particular incident, EMCOdeployed a fix that makes it
impossible for this kind of a situation to occur again.

Ƣ Given the interlinkage of the different levels of procedures
(MRC, 4M MC, PCR, regional and local) and the timings,
consistency is necessary. For some processes, a certain
degree flexibility to adapt to the specific situation at hand is
desired. To secure this consistency and to facilitate some
flexibility, the parties
Ƣ investigated whether the deadlines for calculation of

market results and for declaration of decoupling can be
slightly extended to allow more time for the standard
processes. It has meanwhile been agreed to assign more
time to the calculation and to move the full decoupling
deadline

Ƣ investigated whether the timings of procedures on the
different levels have to be further harmonized

Ƣ To facilitate an efficient functioning of fallback measures in
general and the shadow auctions in particular, it is

recommended to:
Ƣ offer market participants to participate in SDAC/MRC

trainings with the TSOs and PXs, so all can get well
familiar with shadow auction processes. This will
facilitate all parties including the market participants to
be prepared for handling a decoupling incident.

Ƣ evaluate in the longer term if the growing maturity of
SIDC and forthcoming Intraday Auctions (IDAs) can
represent a solution which fits better in the day-to-day
process, as this would be replacing a fallback option with
an ordinary process.

INVESTIGATIONREPORT

The full investigation report was published on 19 March 2020:
http ://www .nemo-committee .eu/assets/files/sdac -report-on-
decoupling-4th-feb-2020.pdf

Operations Report: Incidents

Decoupling incident 4 February 2020

http://www.nemo-committee.eu/assets/files/sdac-report-on-decoupling-4th-feb-2020.pdf
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Single Day -Ahead Coupling

MRC

Other

System Release

Network topology

Geographical extension

Products extension

MNA implementation

Flow based

Operations Report: Request for change ( RfCs) 2)

4MMC
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MRC

4MMC

Requirement Name Go-live Date* Reason Initiator/Owner Details

MNA extension Nordic MNA 03/06/2020 CACM NEMOs/TSOs

System release PMB and Euphemia 10.4 17/06/2020 Other NEMOs Network constraints and 
parallel lines feature

Network topology Parallel lines GB-FR and external constraint
Alegro cable

17/06/2020
03/11/2020

Other
Other

TSOs
TSOs

Flow based Flow based plain in CWE 03/11/2020 Other TSOs Used instead of flow 
based intuitiveness

Network topology NordLink cable (DE-NO) 17/11/2020 Other TSOs
MNA extension NordNed MNA (NO2-NL) 17/11/2020 CACM NEMOs/TSOs
System release PMB and Euphemia 10.5 01/12/2020 Other NEMOs LTA inclusion
Network topology Removal LBI bidding zone 15/12/2020 Other TSOs
Geographical extension Incorporation of Greek Bidding zone in SDAC 15/12/2020 Other NEMOs/TSOs
Flow based Activation of LTA in CWE 15/12/2020 Other TSOs

Network topology Hard Brexit
Change in EIC code for Calabria

31/12/2020
31/12/2020

Other
Other

NEMOs/TSOs
TSOs

Operations Report: Request for change ( RfCs) 2)

Requirement Name Go-live Date* Reason Initiator/Owner Details

System release Minimum bid volume change in LTS 01/01/2020 Other NEMO

Other Annual certificate change 29/05/2020 Other NEMO

System release Implementation of E 10.4 and PMB 11 23/06/2020 Other NEMOs

Other Annual certificate change 01/07/2020 Other NEMO

Procedure update Update of BUP 06 21/08/2020 Other 4MMC PWG

System release ETS patch installation 30/09/2020 Other NEMO

Other Change of Service Provider 19/11/2020 Other NEMOs

Procedure update Update of procedures due to change of SP 19/11/2020 Other 4MMC PWG

*Go-live Dates are reported as trading dates. Their corresponding delivery date is trading date plus 1 day
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Performance monitoring report

ΆThe performance of the
SDAC algorithm
continued to be highly
reliable, ensuring yearly
average TTFS of 3.2 mins,
well below the maximum
the 12 mins allowed.·

During 2020 the performance of the SDACalgorithm continued to be highly positive.

- The usage of products continued to show moderate growth, with respect to 2019
(+9%), in line with the previous year trend.

- The Time To First Solution (TTFS) Ƣ despite the implementation of a growing
number of increasingly complex RfCsƢremains well below the 12 minutes allowed
for algorithm running. The average annual TTFS is 3.2 minutes, showing a
significant improvement in performance when compared with 2019 (-6%). This
result was made possible thanks to R&D,which allowed the algorithm to tackle and
solve more complex problems in less time.

- Optimality and Repeatability continued to show good performances, as shown in
previous years.
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For performance monitoring, the indicators considered are listed in the draft
annex 3 of the AM approved by ACER with decision 4/2020. The chapter
addresses the past four years spanning from 2017 to 2020 in order to allow
for a better appreciation of trends and seasonality.

The daily values for these indicators were considered as well as the
maximum, minimum and average values observed throughout the year 2020.
These are reported in tables in the following slides and compared with the
average values of the past three years. When relevant, monthly values are
also reported in separate graphs, with evidenceof the main events which took
place within the timeline of the graphs.

Following the approach from the previous years reports, usage of inputs to
the algorithm and output of the algorithm are computed separately for MRC
and 4MMC Regions, while the algorithm performance indicators are
calculated only on the MRC perimeter, due to its greater scope and
complexity.

Notes on the calculation of these indicators are included at the end of the
report as Annex 2 and further details are provided in the Monitoring Procedure
published on the NC website.

USAGEINDICATORS

Ƣ The data on the table show the actual level of usage of inputs to the
algorithm separately for MRCand 4MMC regions. The greater dimension
and complexity of MRC with respect to number and type of both orders
used and network constraints respect to 4MMC is reaffirmed. The
following analysis then focuses on the trend observe in MRCregion.

Ƣ In 2020, we see a general increase in the average values for product
usage (slides 32-33) indicators with respect to 2019. The indicators
growth in 2020 with respect to 2019 is on average 9%, with some
usages exceptions: the Ʃmtladqof linked e`lhkhdrƪ+after the huge
increase in 2019 (+177%), decreases down to -59%. Similarly, the Ʃsns`k
number of complexnqcdqrƪshows a reduction (-10%) and traces back to
the average level of 2018. Opposite behaviour for the Ʃsns`knumber of
PUNnqcdqrƪ+which shows a growth rate equal to 43%.

Ƣ Among the geographical extension usages (slide 38), the major
variations can be traced back to the Nordic MNA (Jun 2020), NorNed
MNA (Nov 2020) and Greece coupling to SDAC(Dec 2020), which are
reflected in the number of NEMOtrading hubs.

Ƣ All indicators related to network constraints usage (slide 38) show an
increase, in particular the increase in FB-PTDF constraints, starting in
Nov 2020, can be traced back to the implementation of the Alegro cable.
Such variation has been compensated in Dec 2020 by the activation of
LTA in CWE.

Ƣ The analysis of time series shows a seasonal effect in the usage of
different kind of orders, with an increase during the winter period. This is
particularly evident when observing the trend of the total number of
blocks orders (slide 34).

>>>

Performance monitoring report
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PERFORMANCEDATA

Ƣ The analysis of TTFS shows an improvement, with a reduction of the
average annual value in 2020 of 6% w.r.t. 2019. The performance of the
SDACalgorithm continued to show high reliability, with a yearly average of
3.2 mins (in MRC perimeter), and monthly values decreasing in June 2020
and Dec 2020, following the entry in operation of Euphemia 10.4 and
Euphemia 10.5 respectively. Such data shows that the algorithm was able
to absorb the increase in TTFS observed in May and Nov after the Nordic
MNA and NordNed MNA go-live respectively. The improvement in
performance in 2020 with respect to the previous years can be observed by
comparing the TTFS duration curves for these two years (slide 42). The
improvements reduced the TTFS even for the most challenging sessions,
which never exceeded 7 minutes (well below the almost 10 minutes
reached in 2018 and 2019).

Ƣ The welfare indicators show good quality of solutions, with negligible
changes in the overall welfare for either first to final solution found in the
standard 12 mins and for final solution to the one after extended
calculation time. Values of the indicators are very similar to the obtained in
2018 and 2019, despite the usage level has been increased for most
indicators.

Ƣ The level of repeatability in 2020 increased measured by the frequency
indicator per delivery day is always higher than 98%, and the impact of
differences over the relevant values, whenever present, proved to be
negligible (average annual value around 0.2%). The same value with the
deterministic time, measured for the first time in 2020, is, as expected,
equal to 100%.

OUTPUTINDICATORS

Ƣ Data shows that the daily welfare contribution of the MRC reached on
average 8.9 Aƹ+higher than level of 2019 (8.7 Aƹ(. The contribution of
4MMC,slightly decreasing,reached about 96Lƹ.

Ƣ Curve orders are responsible for the majority of the traded volumes,
followed by merit orders,block orders and complex orders.

Ƣ While the TTFSshow a reduction on the time needed from the algorithm to
find the solution, the time spent on the different phases of the algorithm
calculation process are increasing. In particular the time to solve root node
for the master computer increased compared to 2019 average value, while
decreasing w.r.t. 2017 and 2018.

Performance monitoring report
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Usage indicators
Indicators to describe the Usage of SDAC products 

(Annex 3 of AM Article 10)

Year 2017 Year 2018 Year 2019 Year 2020

MRC MRC MRC MRC

Avg Avg Avg Avg Min Max

Total number of steps at bidding zone level*   132 609 146 278 162 366 179 776 154 979 210 199

Total number of block orders 3 938 4 265 4 351 4 498 3 524 5 698

Total number of block order exclusive groups 112 129 135 145 108 181

Total number of linked families 102 52 144 59 25 119

Total number of complex orders 83 91 105 95 77 111

Total number of demand merit orders 811 781 927 985 460 1445

Total number of supply merit orders 36 886 38 486 39 495 41 085 36 232 45 950

Total number of PUN orders 5 336 5 065 5 416 7 732 5 935 9 494

* This figure is the sum of number of points or steps of the aggregated bid curves or stepwise curves in all bidding zones in all 24 hours of the day respectively.
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Usage indicators
Indicators to describe the Usage of SDAC products 

(Annex 3 of AM Article 10)

Year 2017 Year 2018 Year 2019 Year 2020

4MMC 4MMC 4MMC 4MMC

Avg Avg Avg Avg Min Max

Total number of steps at bidding zone level*   15 934 14 517 14 384 13 965 11080 16 330

Total number of block orders 156 172 141 103 34 177

Total number of block order exclusive groups 3.7 3.4 4.8 3,7 0 8

Total number of linked families 2.6 2.8 5.1 1,5 0 6

Total number of complex orders Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Total number of demand merit orders Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Total number of supply merit orders Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Total number of PUN orders Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

* This figure is the sum of number of points or steps of the aggregated bid curves or stepwise curves in all bidding zones in all 24 hours of the day respectively.
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CWE MNA
Nordic MNA

DEƣAT split 
Irish market

CWE MNA
Nordic MNA

DEƣAT split 
Irish market

Weak seasonal variation, average 
increase w.r.t.2019 around 10%, in line 
with previous years trend.  

Marked seasonal variation, after the 
increase in 2018, average annual level 
almost stable in 2020 w.r.t. 2019 (+2%).  

NordNed MNA

NordNed MNA
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DEƣAT split 
Irish market

CWE MNA

DEƣAT split 
Irish market

Nordic MNA

Nordic MNA

Average increase w.r.t.2019 around 7%, 
in line with previous years trend.  

CWE MNA

Reduction of the usage after the 
increase of 2019, stable value in the 
second half of the year. 

NordNed MNA

NordNed MNA
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DEƣAT split 
Irish market

CWE MNA

Nordic MNA

DEƣAT split 
Irish market

CWE MNA

Reduction of the usage after the 
increase in 2018, stable value in the 
second half of the year, with an 
upward rebound in December 2020. 

Moderate increase of the average 
usage w.r.t. 2019 (+6%). 

NordNed MNA

NordNed MNA

Nordic MNA
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CWE MNA

CWE MNA

Nordic MNA

Moderate increase of the 
average usage w.r.t. 2019 (+7%). 

Steady increase of the usage since 
the beginning of 2020, due to the 
increase of the number of bids 
indicating price. Orders without 
price indication are submitted to the 
algorithm and aggregated into each 
hour and zone and counted as one.

NordNed MNA

DEƣAT split 
Irish market

DEƣAT split 
Irish market

Nordic MNA

NordNed MNA
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Performance monitoring report: Usage indicators ƣMRC 3)

Usage indicators
Year 2017 Year 2018 Year 2019 Year 2020

MRC MRC MRC MRC
Avg Avg Avg Avg Min Max

2) 
Indicators to describe geographical 
extension of the SDAC 
(Annex 3 of AM Article 11)

Number of bidding zones 56 57 55.3 56.2 55 57

Total number of flow-based bidding zones 4 4.2 5 5.3 5 7

Number of scheduling areas 56 57 57 59.2 58 60

Number of NEMO Trading Hubs 56 57 64 80.7 65 90
3) 
Indicators to describe the network 
constraints 
(Annex 3 of AM Article 12)

Total number of bidding zone lines 72 74 75 78 77 81

Total number of flow-based PTDF constraints 666 1 256 3 545 3 409 336 9 951

Total number of scheduling area lines 72 74 82 88 87 91

Total number of NEMO Trading Hub lines 72 74 108 161.5 106 190

DEƣAT split 
Irish market

CWE MNA

DEƣAT split 
Irish market CWE MNA

Alegro cable

LTA 
implementation

Nordic MNANordNed MNA

Greece
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Usage indicators

Year 2017 Year 2018 Year 2019 Year 2020

4MMC 4MMC 4MMC 4MMC

Avg Avg Avg Avg Min Max

2) 
Indicators to describe geographical 
extension of the SDAC 
(Annex 3 of AM Article 11)

Number of bidding zones 4 4 4 4 4 4

Total number of flow-based bidding zones Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Number of scheduling areas 4 4 4 4 4 4

Number of NEMO Trading Hubs 4 4 4 4 4 4

3) 
Indicators to describe the network 
constraints 
(Annex 3 of AM Article 12)

Total number of bidding zone lines 3 3 3 3 3 3

Total number of flow-based PTDF constraints Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Total number of scheduling area lines 3 3 3 3 3 3

Total number of NEMO Trading Hub lines 3 3 3 3 3 3
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Performance
Year 2017 Year 2018 Year 2019 Year 2020

MRC MRC MRC MRC
Avg Avg Avg Avg Min Max

1) 
Ability to maximise economic surplus

(Annex 3  of AM Art. 7)

(a) Increment of economic surplus with respect to the 
first OK solution (%) 0.000180% 0.000280% 0.000190% 0.000205% 0.000000% 0.004729%

(b) Economic surplus gain after increasing allowed 
calculation time by 10 minutes (%) 0.000062% -0.000020% 0.000063% -0.002395% 0.002688%

2.a) Algorithm repeatability without deterministic time . Repeatability frequency indicator, 
measured as number of equal values over total values for the relevant results (%) 
[bigger is better]

99.70% 99.65% 99.83% 98.31% 100%

2.b) Algorithm repeatability without deterministic time. Repeatability impact of differences
indicator, measured as average of  the contributions of the sums of absolute values of
differences over the sum of the absolute values, for all the relevant results (%) [lower is better]

0.54% 0.61% 0.24% 0% 4.63%

2.b) Algorithm repeatability with deterministic time . Repeatability frequency indicator, measured 
as number of equal values over total values for the relevant results (%) [bigger is better] 100% 100% 100%

2.b) Algorithm repeatability with deterministic time. Repeatability impact of differences indicator
measured as average of  the contributions of the sums of absolute values of differences over
the sum of the absolute values, for all the relevant results (%) [lower is better]

0% 0% 0%

3)  Algorithm scalability (Annex 3 of AM Art. 9) TTFS (min) 2.90 3.39 3.43 3.21 1.59 7.04

Not 
available 

Not available
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Performance monitoring report: Performance indicators 3), 5)

Ability to maximise the economic surplus

DEƣAT split 
Irish market

CWE MNA

Euphemia 10.3
Euphemia 10.4

Euphemia 10.5
Increment of economic surplus 
with respect to the first OK 
solution: maximum increase 
`qntmc 4// jƺ nudq 8 /// Lƺ 
average daily welfare. Negative axis 
is not shown due to the absence of 
negative values.  

Duration curve shows the 
Increment of economic surplus 
with respect to the first OK ordered 
in descending order of magnitude, 
rather than chronologically. Values 
of the indicators are very similar to 
the obtained in 2018 and 2019, 
despite the increased level of many 
usages.
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Ability to maximise the economic surplus

DEƣAT split 
Irish market CWE MNA

Euphemia 10.3

Euphemia 10.4
Euphemia 10.5
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Session (sorted by decreasing economic surplus gain)

2018 2019 2020

Duration curve shows the 
Economic surplus gain after 
increasing the calculation time by 
10 minutes ordered in descending 
order of magnitude, rather than 
chronologically. Values of the 
indicators are very similar to the 
obtained in 2018 and 2019, despite 
the increased level of many usages.

Economic surplus gain after 
increasing the calculation time by 
10 minutes: maximum/minimum 
f`hm q`mfdr `lnmf *2// jƺ `mc ƣ
2// jƺ nudq 8 /// Lƺ `udq`fd c`hkx 
welfare. 
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Algorithm scalability (min) 

2019

2018

DEƣAT split 
Irish market

CWE MNA

Euphemia 10.3

2020

Euphemia 10.5

Euphemia 10.4

Duration curve shows the TTFS 
ordered in descending order of 
magnitude, rather than 
chronologically. Improved 
performance is demonstrated 
by fewer days with long 
resolution times when 
comparing 2020 curve with the 
previous -years ones. 

Improved performance 
obtained thanks to the go -live 
of updated Euphemia releases: 
Euphemia 10.4 takes into 
account network constraints 
and parallel lines features and 
Euphemia 10.5 with the LTA 
inclusion. 
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Algorithm repeatability without deterministic time

Euphemia 10.3
DEƣAT split 
Irish market

CWE MNA

96,50%

97,00%

97,50%

98,00%

98,50%

99,00%

99,50%

100,00%

0 50 100 150 200 250 300 350

Number of session (sorted by decreasing repeatability )

Repeatability frequency indicator

2018

2019

2020

Euphemia 10.5

Euphemia 10.4

Duration curve shows the 
Repeatability frequency indicator 
ordered in descending order of 
magnitude, rather than 
chronologically. Ellipses underlines 
the predominant number of 
sessions, increased compared to 
2018 and 2019, in which the 
repeatability reached 100% .

Repeatability frequency indicator: 
ellipses underlines the high level of 
repeatability, which, in 2020, is 
always higher than 98,50%.
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Algorithm repeatability without deterministic time

Euphemia 10.3DEƣAT split 
Irish market

CWE MNA

Euphemia 10.5

Euphemia 10.4
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2020

Repeatability impact of differences 
indicator: the impact of differences 
over the relevant values, whenever 
present, proved to be negligible.

Duration curve shows the 
Repeatability impact of differences 
indicator ordered in descending 
order of magnitude, rather than 
chronologically. Improved 
performance is demonstrated by 
fewer values of differences when 
comparing 2020 curve with the 
previous -years ones.
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Output indicators
Year 2017 Year 2018 Year 2019 Year 2020

MRC MRC MRC MRC
Avg Avg Avg Avg Min Max

1) Indicators on the 
maximisation of 
economic surplus 
(Annex 3 of AM  art 13)

Maximisation of the 
first economic surplus

Dbnmnlhb rtqoktr ne ehqrs NJ rnktshnm 'Lƹ(8 556.816 8 689.352 8 699.904 8 925.490 7 166.005 11251.672

Dbnmnlhb rtqoktr ne sgd ehm`k rnktshnm 'Lƹ(8 556.832 8 689.376 8 699.920 8 925.508 7 166.013 11 251.673

2)Indicators to describe 
the status of orders  
(Annex 3 of AM art 14)

Evolution of number 
of matched orders

Total number of matched blocks 614 661 734 692 360 1404

Total number of matched complex orders 30 24 33 25 1 50

Total number of matched non-PUN merit orders 28 758 30 505 31 589 31 272 25 938 35 776

Total number of matched PUN orders 3 866 3 270 3 566 5 188 3 846 6 759

Total matched volume from curves (MWh) 5 569 813 5 748 521 5 713 252 6 021 347 4 784 074 7 312 102

Total matched volume from blocks (MWh) 374 146 321 327 353 316 383 584 196 081 626 891

Total matched volume from complex orders (MWh) 213 814 150 012 184 038 128 166 1272 334 302

Total matched volume from (non-PUN) merit orders (MWh) 751 674 753 386 763 679 732 837 486 513 937 842

Total matched volume from PUN orders (MWh) 783 673 799 350 791 716 741 827 451 171 971 545

Paradoxically rejected 
orders

Number of PRBs in the final solution 22 21 17 16 1 61

Number of PRMICs in the final solution 1 1 1 1 0 6

Maximum Delta P in the final solution 4 5 4 3.3 0 105

Maximum Delta MIC in the final solution 0 1 2 1 0 25

PRB utility loss in the final solution 'jƹ( 24.524 30.077 20.266 18.339 0 169

PRMIC utility loss in the final solution 'jƹ( 2.374 4.690 11.669 5.686 0 152

Volume of PRBs in the final solution (MWh) 27 444 26 488 22 645 21 905 119 102 238

Volume of PRMICs in the final solution (MWh) 5123 4 343 7 557 4 615 0 31 540
Indicators on the 
evolution of the use of 
network constraints 
along the time

Number of periods for ATC/DC lines with flows at full capacity 756 726 792 868 661 1 068
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Output indicators
Year 2017 Year 2018 Year 2019 Year 2020

4MMC 4MMC 4MMC 4MMC
Avg Avg Avg Avg Min Max

1) Indicators on the 
maximisation of 
economic surplus 
(Annex 3 of AM  art 13)

Maximisation of the 
first economic surplus

Dbnmnlhb rtqoktr ne ehqrs NJ rnktshnm 'Lƹ(74.756 92.485 99.868 96.479 51.547 168.287

Dbnmnlhb rtqoktr ne sgd ehm`k rnktshnm 'Lƹ(74.756 92.485 99.868 96.479 51.547 168.287

2)Indicators to describe 
the status of orders  
(Annex 3 of AM art 14)

Evolution of number 
of matched orders

Total number of matched blocks 104 115 78 47 13 102

Total number of matched complex orders Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Total number of matched non-PUN merit orders Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Total number of matched PUN orders Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Total matched volume from curves (MWh) 331 388 324 737 332 302 351 065 282 774 443 496

Total matched volume from blocks (MWh) 27 863 35 289 30 856 33 862 13 113 68 423

Total matched volume from complex orders (MWh) Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Total matched volume from (non-PUN) merit orders (MWh) Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Total matched volume from PUN orders (MWh) Ƣ Ƣ Ƣ Ƣ Ƣ Ƣ

Paradoxically rejected 
orders

Number of PRBs in the final solution 1 1 1 1 0 9

Number of PRMICs in the final solution 0 0 0 0 0 0

Maximum Delta P in the final solution 1 1 1 0.3 0 7

Maximum Delta MIC in the final solution 0 0 0 0 0 0

PRB utility loss in the final solution 'jƹ( 2.460 4.531 2.722 0.939 0 44.048

PRMIC utility loss in the final solution 'jƹ( 0 0 0 0 0 0

Volume of PRBs in the final solution (MWh) 1 250 1 793 1 551 920 0 13 073

Volume of PRMICs in the final solution (MWh) 0 0 0 0 0 0
Indicators on the 
evolution of the use of 
network constraints 
along the time

Number of periods for ATC/DC lines with flows at full capacity 25 20 22 18 0 42

Performance monitoring report: Output indicators ƣ4MMC



48

Single Day -Ahead CouplingPerformance monitoring report: Output indicators ƣMRC

Output indicators
Year 2017 Year 2018 Year 2019 Year 2020

MRC MRC MRC MRC
Avg Avg Avg Avg Min Max

3) 
IT calculation process 
(Annex 3 of AM Article 15)

Time spent in every phase 
of the algorithm 
calculation process

TTFS (s) 174.0 203.7 205.6 192.7 95.6 422.7

Input data reading time (s)* 21.2 12.9 9.4 10.5 3 39

Input data delivery day creation (s)* 10.7 12.5 0 39

Time to solve the root node for the master 
computer (s)* 36.3 22.3 9.6 19.5 9 51

Time to solve the root node for the job that found 
first solution (s)* 36.3 27.5 14.8 17.2 1 73

Number of successive improvements of the 
solution in the given timeframe

This indicator measures the number of OK solutions 
that improve a previously found solution during the 
optimization process limited by the amount of time 
available for running the SDAC algorithm ***

3.3 3.9 3.2 3.4 1 9

Total number of nodes in the master branch and 
bound tree 1 045 1 557 873 910 46 3 025

Not available

* Some time measurements in the calculation are overlapping (parallel processes).
** Zero nodes in the master branch can happen when the root node directly resolves to an optimal solution.
*** This number includes the first solution
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Output indicators
Year 2017 Year 2018 Year 2019 Year 2020

4MMC 4MMC 4MMC 4MMC
Avg Avg Avg Avg Min Max

3) 
IT calculation process 
(Annex 3 of AM Article 15)

Time spent in every phase 
of the algorithm 
calculation process

TTFS (s) 4.3 2.6 3.0 3.7 2.7 14.9

Input data reading time (s)* 2.5 0.8 0.2 0.3 0 2

Input data delivery day creation (s)* 0.7 0.9 0 11

Time to solve the root node for the master 
computer (s)* 0.8 0.5 0.2 0.2 0 1

Time to solve the root node for the job that found 
first solution (s)* 0.8 0.4 0.0 0 0 0

Number of successive improvements of the 
solution in the given timeframe

This indicator measures the number of OK solutions 
that improve a previously found solution during the 
optimization process limited by the amount of time 
available for running the SDAC algorithm ***

1.3 1.3 1.5 1.4 1 8

Total number of nodes in the master branch and 
bound tree 23.6 15 104 27.8 0 3 894

Not available

* Some time measurements in the calculation are overlapping (parallel processes).
** Zero nodes in the master branch can happen when the root node directly resolves to an optimal solution.
*** This number includes the first solution
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In this section, the individual impact on performance of each product is
assessed, as stated in article 8.3.a) of the Algorithm methodology approved
by ACERon January 2020.

METHODOLOGY

The analysis is performed for the all the products included in the DA product
methodology, apart from Stepwise Curves and Simple Blocks (which are
deemed being the least impacting way to implement requirement explicitly
mentioned in CACM) and merit orders (which are considered basically
equivalent to stepwise curves in terms of performance impact) . The analysis
is performed against a historical dataset from Q4 2020.

CONVERSIONOFPRODUCTS

In order to assess the individual impact on performance, the remaining
products have been replaced by the most similar alternative product,
following specific conversion rules.

- Piecewise curves: converted into stepwise curves. For each non-vertical
piecewise curve segment, one stepwise curve segment is created with
price at the middle of min and max price of the given source piecewise
segment. In case of source segment is stepwise (e.g. having STEPWISE
or HYBRIDsource curve) it is kept as it is. Vertical segments needed for
the construction of the stepwise curve may be added or amended.

- Smart Blocks: converted into simple blocks.

Ƣ Linked families where all members have same sign (all buy or sell)

are converted into a single block that aggregates all their energy at
the price of the family parent block. Linked families with mixed
members (buy and sell) are discarded.

Ƣ Exclusive groups are converted by randomly picking one of the
blocks form the exclusive group, maintaining its MAR and price.

- Complex orders (BO + curves): converted into Simple Blocks plus
Stepwise curves.

Ƣ All suborders steps below the variable term are converted into
profiled block orders with minimum acceptance ratio equal to 1
and whose price will be the variable term plus the contribution of
the fixed term over the sum of all offered volume.

Ƣ Remaining steps shall be integrated into the single curve.

- Complex orders (SCOs): converted into Scalable Complex Orders. The
variable term from the complex order and their impact on the
acceptance of the order is incorporated to the fixed term of the Scalable
Complex Order.

- PUNorders: converted into Demand Merit Ordersby changing their type.

- PUNand merit orders: converted into stepwise curves. All PUNand merit
orders offered at the same price are merged in a single step in the
stepwise curve.
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CONVERSIONOFPRODUCTSDRAWBACKS

Due to the nature of the requirements these conversion rules are not
able to convert all the requirements from the original product into
requirements from remaining products.

The conversions done in this study may not reflect a realistic behaviour
of market participants in case one product is replaced by another one.
For instance, one stepwise order may be split in several stepwise
orders by a market participants in order to reflect their needs.

It should be noted that such approach is overestimating the impact on
performance, as the conversion eliminates not only the individual
impact of each product but also the combined effect linked to the
interaction with the remaining products. For such a reason, it should
also be noted that the estimated impact of the different scenarios
cannot be accumulated.



52

Single Day -Ahead CouplingPerformance monitoring report: analysis on the usage of 
each product and its impact on algorithm performance

RESULTS

First, the gains when we replace a product measured in seconds are in the order
of few tens of seconds. Furthermore, repeated runs of the same input data may
return small differences values for the time to first solution (TTFS),in the order of
few seconds, even when the same machine and configuration is used.

Second, the impact on individual sessions is not evenly distributed. It has been
observed that despite the average behaviour may be negative, there may exists
sessions that are not single outliers and its value has a different sign,
sometimes even with a distinct order of magnitude.

Third, it has been observed that the impact on TTFS may depend on the internal
parameters of the simulation. The selection of values for internal parameters of
CPLEXand heuristics in Euphemia is done pursuing a good behaviour in a wide
variety of cases, covering adequate performance in average and being able to
deal with problematic cases too. If one kind of product is removed, then the
values of parameters should be reassessed against the full set of data scenarios
used for the acceptance of new Euphemia releases.

Fourth, we have selected the Q4 of 2020, which contain the most challenging
sessions of the year. We observed opposite counter intuitive behaviours such as
in piecewise conversion into stepwise, for which a big outlier was obtained.
Despite the size of the sample used for input data has been extended from 1
month in 2019 study to 3 months in 2020 study, data still show counter intuitive
behaviours in some scenarios. This may be indicating that the size of the sample
of sessions used as input data in this study might be not be big enough to
extract clear statements regarding the individual impact of products.

Fifth, the comparison of impact from this study with the outcome from R&D
activities may be indicating that the size of the input data for the sessions used
in an impact of products on algorithm performance study is more relevant than
the size of the sample (in number of sessions) used for the study.

Sixth, the combination of replacement of products may produce counterintuitive
results. Comparison of ƩMnOTMƪandƩOTMand merit nqcdqrƪscenarios result in
that usage of stepwise curves delivers worse performance than usage of merit
orders in the Italian bidding zones, when the PUN orders have already been
converted into either stepwise curves or merit orders.

Seventh, it should be reminded also the drawbacks due to the conversions of
products applied that have been alreadyexplained in a previous slide.

In conclusion, the main findings of the study seems being:

Ʈ The outcome is heavily depending on the methodology used [replacement of
products, length in number of sessions of the batch, selection of internal
parameters of the algorithm, size of the input data for each one of the
sessions contained in the batch,ư]

ƮGiven the chosen methodology, no product seems having a standalone key
impact on performance.

As a final remark, all these observations suggest to reconsider the approach to
be followed to assess the impact of each product on algorithm performance. It
should be noted than in the scope of this study only products were taken into
account, while other requirements, such as flow based has also a significant
impact, as shall be reflected in scalability report. NEMOs defend that in case
corrective measures need to be applied, the decision should be accompanied
with a study analysing the impact on prices.
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Reference Scenario

Actual values Impact on performance* Assumptions for the simulation

Products
Orders 

submitted
(#)

Traded 
volumes 

(GWh)

AVG
TTFS

(s)
E10.5

ëSSER(s)
E10.5

ëSSER
(%)

E10.5

# of 
steps 
at BZ 
level

# of block 
orders

# of Smart 
block 
orders

# of 
complex 
orders

# of
scalable
complex 
orders

# of merit 
orders

(including
PUN)

# of PUN 
orders

Reference Reference scenario 211.9 - - 181 677 4 904 2 671 87 0 50 315 8 449

S
ce

na
rio

s 
in

 w
hi

ch
 p

ro
du

ct
s 

ar
e 

re
pl

ac
ed

Stepwise Curves
181 677 6 374

Not estimated - - - - - -

Piecewise Curves 248.6 +36.6 +17.3% 170 796 4 904 2 671 87 0 50 315 8 449

Merit orders 41 866 721 Not estimated - - - - - - -

Block Orders 4 904

449

Not estimated - - - - - - -

Smart Block Orders 
(exclusive groups + 
linked blocks)

2 671 203.1 -8.9 -4.2% 181 677 2 386 0 87 0 50 315 8 449

Complex Orders (BO and 
curves) 87 103

178.1 -33.8 -16.0% 183 961 4 984 2 671 0 0 50 315 8 449

Complex Orders (SCO) 199.0 -13.0 -6.1% 181 677 4 904 2 671 0 87 50 315 8 449

PUN Orders 8 449 757 136.9 -75.0 -35.4% 181 677 4 904 2 627 87 0 50 075 0

PUN and Merit Orders 50 315 1 478 149.3 -62.6 -29.5% 195 851 4 904 2 671 87 0 0 0

* Calculated with respect the reference scenario. The u`ktdr ne sgd hlo`bs 'ëSSER( qdonqs  @UF'SSER eqnl rbdm`qhn qdok`bhmf sgd oqnctbs W( bnlo`qdc `f`hmrs @UF'SSER eqnl QDE rbdm`rio). 
A negative value means that when the product is replaced, the TTFS is shorter than in the reference scenario. The reference scenario is calculated using default configuration (the one used in production). 
For the other scenarios in which one product is replaced by other product(s), different internal parameters have been used, as suggested by the algorithm provider (these are different than the default configuration)
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* Calculated with respect the reference scenario . The values of the impact 'ëSSER(report AVG(TTFS from scenario replacing the product X) compared against
AVG(TTFS from REF scenario) . A negative value means that when the product is replaced, the TTFS is shorter than in the reference scenario . The reference
scenario is calculated using default configuration (the one used in production) . For the other scenarios in which one product is replaced by other product(s),
different internal parameters have been used, as suggested by the algorithm provider (these are different than the default configuration)
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TTFS Absolute differences (s) and TTFS  REF values (s)

REF Replacement of Smart Block Orders Complex orders replaced by Blocks and Curves

Complex orders replaced by Scalable complex orders Piecewise curves converted to stepwise curves Pun converted into demand merit orders

Pun and merit orders converted into stepwise curve
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Scalability report

>>>

For the years 2022-2024, the demand for scalability is expected to increase significantly,
due to many Requests for Changeplanned to go-live during this period, already included
in the Roadmap (the main RfCs being the merger of MRC and 4MMC, the extension of
MNA to the Nordics and the Baltics, the extension of the Flow Based approach to the
Nordic and CORERegions), as well as to an exogenous growth trend in the usage of
products.

Thisxd`qƦrscalability indicator unveiled more performance challenges compared to last
year, even when accounting for the increase in calculation time to 17 minutes. In part
this can be attributed to higher levels of growth in this 2020 report (following NRA
guidance to add 1 more year of growth compared to the 2019 report, and following the
actual growth between 2019 and 2020 that was uncharacteristically large for some
product usages).

Work on improving Euphemia performances to better cope with 15 min MTU sessions is
in scope of the R&D activities (also see next section). Promising results were obtained
through some of the prototypes developed in 2020. This work will continue up until the
15 MTU implementation .

ΆBeyond 2022 performance
degrades widely due to
overestimation of growth.
R&D outcomes show
promising improvements·
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In this section, the scalability of the SDAC is assessed, simulating
the performance of the scalability indicator in relation to the
expected evolution of foreseen requests for change (included in the
roadmap), as well as to the exogenous usage of requirements. This
exercise is carried out for the 2022-24 period, as understood at the
end of 2020, and using the latest available version of the SDAC
Algorithm (Euphemia10.6).6)

ROADMAP
The Roadmap anticipates the impact of RfCs expected to go-live in
the next three years. Basedon this three scenarios have been tested.
- Scenario 1: including the anticipated usage of existing products

and requirements in 2022. This includes the FB extension to
CORE and Nordic Regions (where Nordic FB could only be
crudely represented as only 1 day of relevant network data was
available). For this scenario the introduction of scalable complex
orders was not yet foreseen.

- Scenario 2: including the anticipated usage of existing products
and requirements in 2024. Here the introduction of scalable
complex orders has been foreseen. Historical classical complex
orders were converted into scalable complex orders making
assumptions not explicitly validated by users of these order
types.

- Scenario 3 (c.d. Full CACM Requirements): including Scenario
2 assumptions, plus go-live of 15 mins MTU throughout EU(c.d.
Big Bang approach, simulated on a 90 days batch exploded by
4).

ANTICIPATEDUSAGE
The expected usage of products and requirements reflects the
actual usage recorded between 2019 and 2020 and projected to
2022Ƣ24 usage by applying the historical growth of each
product/requirement usage projected into the future (for full details
see slide on anticipated usage). Mind that GB orders were
considered in the 2020 actuals, but the simulated scenarios reflect
the post Brexit situation where GBhas been removed from SDAC.

In general,the large increase of the usage values in 2024 reflects not
only the multi -year growth rate but also the fourfold increase in the
size of the problem due to the shift to 15 minutes. The assumption
of quadrupling the input was made only for hourly granularity orders
(curves, merit orders, PUN, complex orders), while for multi -hourly
products (block orders) a conservative assumption was made and
only the multi -year growth rate was applied, with a consequent
potential underestimation of the impact on performance.

Scalability report



57

Single Day -Ahead Coupling

SCALABILITYINDICATOR

This xd`qƦrscalability indicator unveiled more performance
challenges compared to last year, even when accounting for the
increase in calculation time to 17 minutes.

Scenario 1 requires on average 9 minutes and 41 seconds to find a
solution, albeit 5%of sessions required > 17 minutes;

Scenario 2 requires on average 17 minutes and 33 seconds to find a
solution, and 42%of sessions required > 17 minutes;

Scenario 3 requires on average ~2 hours to find a solution, on those
sessions where solutions could be found. For 7% of sessions no
solution was found. All solutions were found after 17 minutes.

Some of the increases in complexity stem from the method used to
estimate organic market growth:

- This xd`qƦrscalability study implemented MQ@Ʀrguidance to
create scenarios 1 and 2 by projecting +2y respectively +4y
rather than +1y and +3y as in the 2019 report, adding more
orders than for lastxd`qƦrscenarios;

- The growth factors for the different product types themselves
are estimated using only historical usage, not trying to find
fundamentals driving growth. An example would be the usage of
PUNorders:

Ƣ In the 2019 report we considered actuals for 2018 (5065) and
2019 (5416) suggesting a 7% annual increase, we then used for
subsequent growth scenarios. In our estimated 2020 scenario we
generated 5901 PUN orders (using the 7%we should have created
~5790, but due to indivisibility constraints we created slightly too
many). Compared to the 7732 PUN orders in 2020 this was too
optimistic ;

Ƣ Enq sghr xd`qƦr rstcx vd bnmrhcdqdc `bst`kr enq 1/08 '4305( `mc 
2020 (7732) suggesting a 43% increase. Since we now create a 
+2Y scenario this implies an 86% increase and 14344 PUN orders. 
Again due to indivisibility constraints we created slightly too many 
for our scenario 1 (15 609). 

Ƣ It should be noted that preliminary data show an increment of 
PUN order in 2021 with respect to 2020 of around +12%, once 
accounted for the effect of the go-live of the new Calabria Bidding 
Zone, well below the +43%  annual increase considered in the 
simulations .

Scalability report
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Scenario 3 which proved most challenging is the scenario
implementing 15 minute MTU. Bear in mind the scalability scenarios
were computed on Euphemia 10.6 using current production
hardware, both of which are optimised for snc`xƦr(60 min MTU)
production configuration .

Work on improving Euphemia performances to better cope with 15
min MTU sessions is in scope of the R&D activities (also see next
section). Promising results were obtained through some of the
prototypes developed in 2020. This work will continue up until the 15
MTU implementation .

Roadmap of RfCs
The following tables list the different requests for change as
captured by the roadmap. The changes are organized by:
- Operational changes: those changes where the Euphemia

configuration changes: i.e. either topological changes (e.g.
inclusion or removal of lines, adding or removing bidding zones,
new NEMOhubs, etc.), or changes in usage (e.g. introduction of
new products in bidding zones not yet using them, or not using
them to as high an extent where expected usage increase /
introduction of new network features not previously in use for
specific lines or regions);

- Functional changes: those changes requiring changes to the
algorithm. Once those changes become available an operational
change is required before using them.

Scalability report
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Requirement Name Go-live Date Reason Initiator/Owner Details 2022 2024 2024 (incl. 
04Ƨ LST(

Multi -NEMO Baltic MNA 2020 (no precise date) CACM NEMOs/TSOs Introduction of multi -NEMO framework in the 
Baltic region Ã Ã Ã

Multi -NEMO Polish MNA Q3 2020 CACM NEMOs/TSOs Introduction of multi -NEMO framework in 
Poland X X X

Multi -NEMO NASDAQ in Nordic 2021 CACM NEMOs Entrance of NASDAQ in the Nordic region X X X

Multi -NEMO NASDAQ in CWE 2023 CACM NEMOs Entrance of NASDAQ in CWE region Ã Ã Ã

Network requirement Bounded net positions in Belgium 2020-06-16 TSO TSOs
Possibility to limit in import or export the net 
position of the Belgian bidding zone (BZ), per 
period

X X X

Brexit Hard Brexit Enduring Solution 2020-12-31 STANDBY Other NEMOs/TSOs

Removal of Great Britain bidding zones & 
interconnections from MRC coupling in case of 
hard Brexit. Will only be implemented in case of 
no deal situation between UK and EU (discarded 
otherwise)

X X X

Network topology DEƢATƢPLƢ4M Coupling June 2021 TSO TSOs Implementation of DEƢATƢPLƢ4M with NTC 
coupling Ã* Ã* Ã*

Network topology ALEGrOcable introduction Nov 2020 TSO TSOs

Implementation of an HVDC line between 
Belgium (BE) and Germany (Amprion scheduling 
area) using a 'evolved hybrid flow-based' 
modelling

X X X

Network topology CORE FB Q4/2020 CACM/ Core 
CCR NEMOs/TSOs Implementation of FB Capacity Calculation in 

the CORE region X X X

Network topology Nordic FB Q2/2021 CACM/Nordic 
CCR TSOs Implementation of (plain) FB coupling for the 

Nordic region X** X** X**

Roadmap of RfCs (operational)

*   All scenarios consider Core FB, hence the NTC ICP coupling is not reflected in any scenario
** Nordic FB capacity calculation systems were not sufficiently stable to deliver a full 1 year dataset. 

Instead Nordic FB is reflected using 1 day of capacity day, repeated throughout all simulated sessions.



60

Single Day -Ahead CouplingScalability report

Requirement Name Go-live Date Reason Initiator/Owner Details 2022 2024 2024 (incl. 
04Ƨ LST(

System release Implementation of 15-min MTU for 
MRC areas Unknown CACM NEMOs/TSOs

According to ACER's decision of 24.04.2018, by 
01.01.2021, MTU shall be implemented on each 
border as equal to the shortest common ISP of 
the corresponding bidding zones

Ã Ã X

Network topology Coupling of Bulgaria with the  Greek 
market Q2/2021 TSO TSOs

Addition of a new interconnection between 
Greece and Bulgaria, effectively coupling 
Bulgaria (for now operated in MRC but isolated)

X X X

Network topology Losses on Skagerrak cable 2020 TSO TSOs
Implementation of loss -factor on DK1(A)-NO2 
area connection. Cable between Norway and 
Jutland/Denmark. 

X X X

Network topology New interconnection between 
Slovenia and Hungary Q4/2022 TSO TSOs New AC cable between SI and HU X X X

Network topology New cable between Poland and 
Lithuania (Harmony Link) by 2025 TSO TSOs New (undersea) HVDC line between PL and LT 

areas Ã Ã Ã

Network topology New cable HansaPowerBridge by 2025 TSO TSOs New (undersea) HVDC line between DE 
(50Hertz) and SE4 (SVK) Ã Ã Ã

Network topology New interconnection between 
SK and HU end of 2020 TSO TSOs

New interconnection between SK and HU. 
MAVIR: For now, this is to our knowledge not 
considered as part of CORE FB data

Ã Ã Ã

Network topology Flow-based in region IT-North not before 2024 CACM TSOs Flow-based approach to be applied on IT-North 
according to art 20.3 of CACM Ã Ã Ã

Network topology ESƢFR capacity increase by 2026-27 TSO TSOs
Increase in  ATC capacity between Spain and 
France (both senses), from 2 800 MW to  5 000 
MW (+2 200MW increase)

Ã Ã Ã

Network topology FR-IT capacity increase Unknown TSO TSOs Increase in ATC capacity with +1200MW 
between France and Italy X X X

Roadmap of RfCs (operational)
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Requirement Name Go-live Date Reason Initiator/Owner Details 2022 2024 2024 (incl. 
04Ƨ LST(

Network topology Celtic Interconnector by 2026 TSO TSOs New interconnection between France-Ireland Ã Ã Ã

System release Changes in algorithm timings 2020-07-08 NEMO NEMOs Algorithm calculation time to be increased from 
12 to 17 minutes X X X

Network topology Bulgaria-Romania Coupling Dec. 2020 TSO TSOs Coupling of the Bulgarian bidding area with the 
Romanian one X X X

Network topology Allocation and Ramping constraints 
on the Italian Northern borders Dec. 2020 TSO TSOs

Addition of allocation and ramping constraints 
on IT NORD bidding zone cross-border 
exchanges (=capacity and ramping lineset
constraints) 

X X X

Product activation Introduction of Scalable Complex 
Orders on Iberian markets Q4 2022 NEMO NEMOs Improve performance and offer new trading 

capabilities Ã X X

Product activation Introduction of Scalable Complex 
Orders on Irish markets Q4 2022 NEMO NEMOs Improve performance and offer new trading 

capabilities Ã X X

Product activation
Introduction of profile blocks and 
linked blocks for IBEX in the BG 
bidding area

Feb-21 NEMO NEMOs offer new trading capabilities X X X

Roadmap of RfCs (operational)
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Scope of scalability scenario 2022

Requirement Name Details

Multi -NEMO Polish MNA Introduction of multi -NEMO framework in Poland

Multi -NEMO NASDAQ in Nordic Entrance of NASDAQ in the Nordic region

Network requirement Bounded net positions in Belgium Possibility to limit in import or export the net position of the Belgian bidding zone (BZ), per period

Brexit Hard Brexit Enduring Solution Removal of Great Britain bidding zones & interconnections from MRC coupling in case of hard Brexit. Will 
only be implemented in case of no deal situation between UK and EU (discarded otherwise)

Network topology ALEGrOcable introduction Implementation of an HVDC line between Belgium (BE) and Germany (Amprion scheduling area) using a 
'evolved hybrid flow-based' modelling

Network topology CORE FB Implementation of FB Capacity Calculation in the CORE region

Network topology Nordic FB Implementation of (plain) FB coupling for the Nordic region

Network topology Coupling of Bulgaria with the  Greek market Addition of a new interconnection between Greece and Bulgaria, effectively coupling Bulgaria (for now 
operated in MRC but isolated)

Network topology Losses on Skagerrak cable Implementation of loss -factor on DK1(A)-NO2 area connection. Cable between Norway and 
Jutland/Denmark. 

Network topology New interconnection between Slovenia and Hungary New AC cable between SI and HU

Network topology FR-IT capacity increase Increase in ATC capacity with +1200MW between France and Italy

System release Changes in algorithm timings Algorithm calculation time to be increased from 12 to 17 minutes

Network topology Bulgaria-Romania Coupling Coupling of the Bulgarian bidding area with the Romanian one

Network topology Allocation and Ramping constraints on the Italian Northern borders Addition of allocation and ramping constraints on IT NORD bidding zone cross-border exchanges 
(=capacity and ramping lineset constraints) 

Product activation Introduction of profile blocks and linked blocks for IBEX in the BG bidding area offer new trading capabilities
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Scope of scalability scenario 2024

Requirement Name Details

Multi -NEMO Polish MNA Introduction of multi -NEMO framework in Poland

Multi -NEMO NASDAQ in Nordic Entrance of NASDAQ in the Nordic region

Network requirement Bounded net positions in Belgium Possibility to limit in import or export the net position of the Belgian bidding zone (BZ), per period

Brexit Hard Brexit Enduring Solution Removal of Great Britain bidding zones & interconnections from MRC coupling in case of hard Brexit. 
Will only be implemented in case of no deal situation between UK and EU (discarded otherwise)

Network topology ALEGrOcable introduction Implementation of an HVDC line between Belgium (BE) and Germany (Amprion scheduling area) using 
a 'evolved hybrid flow-based' modelling

Network topology CORE FB Implementation of FB Capacity Calculation in the CORE region

Network topology Nordic FB Implementation of (plain) FB coupling for the Nordic region

Network topology Coupling of Bulgaria with the  Greek market Addition of a new interconnection between Greece and Bulgaria, effectively coupling Bulgaria 
(for now operated in MRC but isolated)

Network topology Losses on Skagerrak cable Implementation of loss -factor on DK1(A)-NO2 area connection. Cable between Norway and 
Jutland/Denmark. 

Network topology New interconnection between Slovenia and Hungary New AC cable between SI and HU

Network topology FR-IT capacity increase Increase in ATC capacity with +1200MW between France and Italy

System release Changes in algorithm timings Algorithm calculation time to be increased from 12 to 17 minutes

Network topology Bulgaria-Romania Coupling Coupling of the Bulgarian bidding area with the Romanian one

Network topology Allocation and Ramping constraints on the Italian Northern borders Addition of allocation and ramping constraints on IT NORD bidding zone cross-border exchanges 
(=capacity and ramping lineset constraints) 

Product activation Introduction of Scalable Complex Orders on Iberian markets Improve performance and offer new trading capabilities

Product activation Introduction of Scalable Complex Orders on Irish markets Improve performance and offer new trading capabilities

Product activation Introduction of profile blocks and linked blocks for IBEX in the BG bidding area offer new trading capabilities



64

Single Day -Ahead CouplingScalability report

Scope of scalability scenario 2024 (incl. 15̶ MTU)

Requirement Name Details

Multi -NEMO Polish MNA Introduction of multi -NEMO framework in Poland
Multi -NEMO NASDAQ in Nordic Entrance of NASDAQ in the Nordic region

Network requirement Bounded net positions in Belgium Possibility to limit in import or export the net position of the Belgian bidding zone (BZ), per period

Brexit Hard Brexit Enduring Solution Removal of Great Britain bidding zones & interconnections from MRC coupling in case of hard Brexit. 
Will only be implemented in case of no deal situation between UK and EU (discarded otherwise)

Network topology ALEGrOcable introduction Implementation of an HVDC line between Belgium (BE) and Germany (Amprion scheduling area) using 
a 'evolved hybrid flow-based' modelling

Network topology CORE FB Implementation of FB Capacity Calculation in the CORE region
Network topology Nordic FB Implementation of (plain) FB coupling for the Nordic region

System release Implementation of 15-min MTU for MRC areas According to ACER's decision of 24.04.2018, by 01.01.2021, MTU shall be implemented on each border 
as equal to the shortest common ISP of the corresponding bidding zones

Network topology Coupling of Bulgaria with the  Greek market Addition of a new interconnection between Greece and Bulgaria, effectively coupling Bulgaria (for now 
operated in MRC but isolated)

Network topology Losses on Skagerrak cable Implementation of loss -factor on DK1(A)-NO2 area connection. Cable between Norway and 
Jutland/Denmark. 

Network topology New interconnection between Slovenia and Hungary New AC cable between SI and HU
Network topology FR-IT capacity increase Increase in ATC capacity with +1200MW between France and Italy
System release Changes in algorithm timings Algorithm calculation time to be increased from 12 to 17 minutes
Network topology Bulgaria-Romania Coupling Coupling of the Bulgarian bidding area with the Romanian one

Network topology Allocation and Ramping constraints on the Italian Northern borders Addition of allocation and ramping constraints on IT NORD bidding zone cross-border exchanges 
(=capacity and ramping lineset constraints) 

Product activation Introduction of Scalable Complex Orders on Iberian markets Improve performance and offer new trading capabilities
Product activation Introduction of Scalable Complex Orders on Irish markets Improve performance and offer new trading capabilities

Product activation Introduction of profile blocks and linked blocks for IBEX in the BG bidding area offer new trading capabilities
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Requirement Name Go-live info Reason Initiator/Owner Details

Network requirement Interconnector ramping Unknown (not part of CACM 
future requirements) TSO TSOs Implementation of "minute by minute" ramping

Network requirement Limitation of BZ net positions E10.4 TSO TSOs Possibility to limit in import or export the net position of the Belgian bidding zone 
(BZ), per period

Network requirement Support of parallel ATCs E10.4 TSO TSOs Capability of the algorithm to support the definitions of multiple line between the 
same pair of bidding zones

Network requirement Evolved Flow-Based Already available but not in 
operation yet TSO TSOs Implementation of 'evolved flow-based' capability via the implementation of virtual 

areas

Order requirements Order cross-match under 
heterogeneous MTUs

Already available but not in 
operation yet CACM NEMOs

@kknv enq sgd cdehmhshnm ne nqcdqr tmcdq gdsdqnfdmdntr L`qjds Shld Tmhsr 'ƩLSTrƪ(+ 
such as 15 minutes, 30 minutes and hourly. The algorithm shall be able to cross-
match these products. MTUs shall be configurable per bidding zone.

Network requirement Network allocation under 
heterogeneous MTUs E10.6/? CACM NEMOs/TSOs

Allow for the definition of heterogeneous MTU network allocations. The MTU shall 
be defined per interconnection (i.e. inter-BZ line). The corresponding BZs shall have 
their markets designed for the support of such property

Network requirement Advanced hybrid coupling Unknown TSO TSOs
The Algorithm shall be able for each MTU to facilitate the Advanced hybrid 
coupling, where realised cross-zonal capacity transactions are taken into account 
in the margin of the Flow-based critical branches (using virtual bidding areas).

Algorithm requirement Full algorithm reproducibility Available in E10.4 but not 
foreseen in operation yet CACM NEMOs The algorithm shall be fully reproducible, i.e. allow obtaining identical solutions in 

case of rerun

Algorithm requirement Scalability Continuous
improvement CACM NEMOs The algorithm shall be able to cope with the complexity of MRC coupling whatever 

the geographical extension / network change / competition aspects

Order requirements Scalable Complex Orders E10.5 NEMO NEMOs Improved modelling of complex orders, where the variable term is removed and 
replaced with a Minimum Acceptance Ratio per period

Roadmap of RfCs (functional)

Scalability report
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Requirement Name Go-live info Reason Initiator/Owner Details

Network requirement "zero balanced" FB domain TSO TSOs
Oqnbdrr Ʃydqn a`k`mbdcƩ9  sgd `u`hk`akd l`qfhm nm
critical network elements applies from zero exchanges and
pre-existing exchanges are transmitted aside;

Network requirement ramping and pre-existing 
nominations

E10.4: supported for single 
lines;

Support for linesets to be 
defined

TSO TSOs

Constrain the increase/decrease of scheduled exchanges over one
DC interconnector and/or a combination of DC interconnectors
from a MTU to the following MTU or between the last MTU from
the day before and the first MTU of the following day taking into
account the nominations of long term capacity allocations, i.e.
physical transmission rights, where applicable. The constraint
shall be handled on a single DC interconnector and multiple DC
interconnectors in combination;

Algorithm requirement FB shadow prices CACM NEMOs Shadow prices of critical network elements as needed for flow-based
capacity allocation;

Network requirement Updated RAM TSO TSOs
Available margin on critical network elements or the remaining
allowable scheduled exchange on the network element in case of
flow-based approach.

Network requirement Extended LTA inclusion E10.5 TSO TSOs
Allow for a separate treatment of LTA constraints, aside the "virgin" flow-based 
domain, in order to decrease the total amount of constraints and to only consider 
LTA in case violations are observed. Aims to improve the algorithm performance.

Algorithm requirement
Delivery of Shadow Prices for 
bidding zone net position 
constraints

E10.6 TSO TSOs Expose the shadow prices relative to the enforcement of bidding zone net position 
limits through the interfaces

Roadmap of RfCs (functional)
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Usage indicators
Years

historical scenario 1 scenario 2 Scenario 3

2020 2022
(Y+1)

2024 
(Y+3)

2024 + 15̶ MTU 
(Y+3)

1) 
Indicators to describe  the Usage of SDAC products 
(Annex 3 of AM Article 10)

Total number of steps at bidding zone level 193 742 183 4896.2 183 4896.2 734 269
Tot. number of block orders 4 600 4 365 4 604 4 601
Total number of block order exclusive groups 149 126 136 136
Total number of linked families 61 73 73 73
Total number of complex orders 95 100 0 0
Total number of scalable complex orders 0 0 102 103
Total number of demand merit orders 986 1 105 1 200 4 828
Total number of supply merit orders 41 085 44 374 47 680 190 767
Total number of PUN orders 7 732 15 609 23 130 92 460

2)
Indicators to describe geographical extension of the 
SDAC (Annex 3 of AM Article 11)

Number of bidding zones 60 74 74 74
Total number of flow-based bidding zones 5 43 43 43
Number of scheduling areas 63 77 77 77
Number of NEMO Trading Hubs 85 153 153 153
Number of NEMOs 12 14 14 14

3) 
Indicators to describe the network constraints 
(Annex 3 of AM Article 12)

Total number of bidding zone lines 81 101 101 101
Total number of flow-based PTDF constraints 3 409 5 691 5 691 22 762
Total number of scheduling area lines 91 111 111 111
Total number of NEMO Trading Hub lines 165 349 349 349
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Scalability report: Performance indicators 6)

Distribution of TTFs (min)

1/11 * 04Ƨ LST9 5.78 rdrrhnmr bntkc mns ehmc ` rnktshnm hm ; 4g2/l. For 
the remaining 83 sessions the NEMO volume problems had to be 
cd`bshu`sdc `r D0/-5 b`mƧs xds rnkud sgdl enq 04Ƨ LST rdrrhnmr-

Scalability assessment ςduration curves

2022 forecast avg: 9m41s
2024 forecast avg: 17m33s
1/13 * 04Ƨ LST1h59m44s*
2020 (MRC) avg: 3m13s

Condition of the simulations
- 2022

- For 27/366 sessions Euphemia was configured using a 
non-cde`tks '`j` Ʃ`ksdqm`sdƪ( `kfnqhsgl bnmehftq`shnm sn 
find a solution. These alternate solutions can be used 
operationally in case the algorithm provider needs to 
intervene;

- 2024
- For 145/366 sessions Euphemia was configured using 
`m Ʃ`ksdqm`sdƪ bnmehftq`shnm:

- For 4/366 sessions Euphemia was configured with a 
custom configuration compiled by the algorithm provider 
for the benefit of this analysis; 

- 1/13 * 04Ʀ LST
- E10.6 cannot yet deal with NEMO volume problems for 
04Ʀ LST rdrrhnmr- Sgdrd unktld oqnakdlr vdqd gdmbd 
deactivated;

- Calculations were terminated after 5h30m. For 6/89 
sessions no solution could be found.
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Scalability report: Performance indicators 6)

Algorithm scalability Distribution of TTFs (min)

Topology statistics as percentage of 2020
Increase of the usages 
related to topology 
foreseen in each 
simulated scenario. 

Scalability assessment ςduration curves

2022 forecast avg: 9m41s
2024 forecast avg: 17m33s
1/13 * 04Ƨ LST1h59m44s*
2020 (MRC) avg: 3m13s

Same TTFS distribution graph as on the 
previous slide, however with a zoomed vertical 
axis

Increase of the usages related 
to products foreseen in each 
simulated scenario. 
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In 2019, SDACstarted an ambitious 3-year R&Dprogram, in order to guarantee to Euphemia a
constant development and timely adaptation to the regulatory requirements and market
evolution, while improving design and performance. After 2 years, the program brought tangible
results, with multiple features implemented in Euphemia releases.

In 2020, into Euphemia 10.4 and 10.5 were implemented features that improve scalability and
considerably reduce the optimality gap: LTA inclusion, Complex order first, Scalable Complex
orders.

In 2021 Distributed computing architecture shall be implemented into Euphemia, plus step
based heuristics and key features in prevision of the 15 min MTU implementation : 15 min MTU
interface changes and 15 min MTU prototype, including theƩbqnrr-matching etmbshnm`khsxƩ. The
latter enables the stepwise implementation of 15 min MTU foreseen in 2024, though some
further developments are still necessary.

According to simulations on 2019 production data, the time to first solution improved:

- In 2020, from E10.4 to E10.5: AverageTTFS - 15%

- Expectation in 2021, from E10.5 to E11.0: AverageTTFS - 9%

In order to make emerge new and challenging ideas, All NEMO Committee launched in July
2020 an open call for papers regarding the Euphemia algorithm (for more information, see the
chapter on NEMO Committee Activities). The contributions were assessed with regards to the
topics already in the scope of the current Euphemia Lab research; some of them were
presented during a workshop in March 2021.

ΆR&D Programme
launched by SDAC JSC
in 2019 with a 3 years
planning, continues
delivering successful
items·

R&D report
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THER&DPLAN IN A NUTSHELL: HOWIT WORKS

With the approval of CACM and the related methodologies, further
challenging requirements have been introduced in terms of dimension
(a wider geographical scope, higher usage from market participants,
more complex network topology), market design (MNA, new
demanding network constraints, 15 mins MTU, ư) and algorithm
performance (optimality, scalability and repeatability).

To be ahead of the change and keep on ensuring the best level of
performance even in the new demanding environments, NEMOs and
TSOs launched in 2019 a forward-looking R&D program, aimed at
increasing both the scalability of Euphemia and the quality of the
solutions in terms of welfare.

- The overall programme spans 3 years time (2019Ƣ2021). A budget
of 720 000 ƹis dedicated to the activities contained in iterations 3
and 4, covering most of the year 2020.

- Proposals address three areas of research: hardware, software and
market design. They are grouped by estimated impact on the
algorithm (non- disruptive, moderately disruptive, highly disruptive
concepts) and lead time (short-medium-long term).

- Outcomes are assessed against the estimated impact on
scalability (TTFS decrease), optimality (optimality gap
measurement, number of PRB),repeatability.

- From the timeline perspective, from 6 to 12 months are needed
between the end of the iteration and the implementation of a
feature into a production version of the algorithm. This time is due
to the finalization of developments and a comprehensive testing.

>>>

R&D report
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2020 OUTCOMES

During 2020, two research iterations of six months each have been
carried out in order to address the R&Dtopics reported in the following
table, and more extensively addressed below. The R&Dfocus remained
the improvement of Euphemia±s scalability altogether with the
adaptation of the algorithm to the forthcoming implementation of 15
min MTU.

- Work on 15 min MTU implementation, with interface changes and
the module including the necessary functionalities . About 40%of
the workload of each of the 2 iterations was assigned to this key
topic . All core functionalities are now introduced in the prototype,
including LTA inclusion and line set constraints . The
implementation into production is foreseen in late 2021 or early
2022.
- PTDFconstraints in CCRand line capacities (ATCs)
- Line set constraints (capacity, ramping)
- LTA inclusion
- Classic Complex Ordersand Scalable Complex Orders
- Merit orders and PUNorders
- Interface (DBschema) and physical unit updates
- Input check updates

- Distributed architecture . This is a Hardware improvement, aimed
at increasing scalability and optimality by parallelising computation
not on different cores of the same machines but on different
machines, in order to overcome memory bandwidth constraints .
The work was finalized in 2020. DC will be able to leverage future
R&D results. The final improvement will depend on the number of
machines Ƣfollowing a cost-benefit analysis - nonetheless within
Euphemia Lab simulations with 6 machines improved the TTFS by
at least 18% with classical complex orders, and by 47% with
Scalable complex orders. The discussion on the appropriate
hardware choice is ongoing in H1 2021.

- Market product improvements : PUN. Several ideas were
investigated in both iterations. In the end, two features confirmed
the promising results and their industrialization is recommended.
They concern the field of parallelization of jobs and search
improvement. For another studied item some further research is
needed to validate the promising potential.

R&D report
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Several topics are being studied, with a potential to be implemented
once the research is finalized :

- Market products improvements : PUN orders

- Heuristics

- Scalability improvement research with academic experts

Dismissed ideas: Further solutions have been dismissed after
preliminary prototypes showed little benefits.

FOCUS: 15 min MTU implementation

Implementation of 15 min MTU requires to adapt Euphemia and
presents an important challenge for the performance: with the increase
of the market size (orders, periods), the computational complexity can
be exponential.

Thanks to the achievements of Euphemia Lab:

- All core functionalities are now introduced in the prototype,
including LTA inclusion and line set constraints .

- Performance: while orders and network constraints were multiplied
by 4, the current average TTFS presents a 2Ƣ2.5x increase; at this
stage nonetheless some constraints were removed (see following
page).

- Scalable complex orders contribute to reach these performances.

R&D report



74

Single Day -Ahead CouplingR&D report

Feb. 2020: Simulation on Euphemia 10.5 prototype Feb. 2021: Simulation on 15 min MTU prototype (future Euphemia 11.1)

Big bang approach: Batch simulating 15±MTU & 2 years of market growth Rsdovhrd `ooqn`bg9 A`sbg vhsg o`qsh`k bnmudqrhnm sn 04Ʀ hm RC@B r`ud hm EQ `mc BY 
with 60Ʀ oqnctbsr

Please note that the above results do not assume all the conditions and
constraints, e.g. the LTA inclusion and the NEMO flow/ financial exposure
calculation.

The simulations were performed on a single machine Ƣthe distributed computing
features were not available for the version of the 15 min MTU prototype which was
used for this simulation.
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R&DPROGRAMMEFORTHEPRICECOUPLINGALGORITHM I̱TERATION3 (1/2)

R&D topic Description Iteration 
#*

Share of 
Iteration 
workload 
and budget

Share of 
12 months 
workload 
and 
budget

CACM 
compliance Outcome and impact on CACM compliance

Implementation 
in production 
(forecast)

15 min MTU:
RD prototype

Q%C oqnsnsxod hlokdldmshmf 04ƦLST enq mdsvnqj 
models, (Scalable) Complex Orders and merit 
orders

3 16.3% 8.2% ACER decision 
04/2020

Delivered in Q4/2020
Analysis of network constraints, interface (DC schema) and 
physical units update, input check updates, classical and 
scalable complex orders, merit orders, PUN orders

NA: 15 min MTU 
support

15 min MTU: 
Dedicated scalability 
improvements and 
impact assessment

Cdchb`sdc rb`k`ahkhsx hloqnudldmsr enq sgd 04ƦLST 
(step-based heuristics and first approach to solve 
very large root nodes). Assessment of the options 
Big bang implementation vs Stepwise 
implementation.

3 26.7% 13.3% Scalability 
improvement

Step-based heuristics: continuous linear problem solved much 
faster than quadratic ones, PUN search much faster with step 
curves.
Average TTFS - 30,95% for simulations including FB Core and 
Nordic.

Euphemia 10.6 
in 2021

Scalability 
improvements 
research by academic 
experts

Scalability improvement suggestions in 
collaboration with leading academic experts with a 
strong industrial experience.

3 3.3% 1.7% Scalability 
improvement

3 proposals to improve scalability: root node scalability, PUN 
search improvement, PUN problem analysis.

To be further 
investigated

Core Flow-Based: 
FB improvements -
LTA inclusion in Core 
FB

Follow-up work on the new methodology for LTA 
inclusion performed within Euphemia. 3 2.3% 1.2% Scalability 

improvement

LTA inclusion module was introduced in Euphemia 10.5. Need for 
additional outputs materialized, to better assess the validity of 
the solution and, as such, the quality of the LTA module. Tight 
LTA inclusion substantially improves grid security and reduces 
re-dispatch costs.

Euphemia 10.6 
in 2021

Heuristic algorithms

Quickly build good feasible solutions and then 
improve them, to complement the current 
algorithm. Promising options are iteratively killing 
all fractional blocks, killing all PABs, and smart 
rounding.

3 16.7% 8.3% Scalability 
improvement

Killing Paradoxically Accepted Orders: no substantial 
improvements.
Killing fractional orders: improvements achieved for sessions 
with scalable complex orders. To be postponed until the 
transition to SCO is completed.

Paused

R&D report

*Iteration 2: September 2019 ƢFebruary 2020, presented in the 2019 CACM Annual report; Iteration 3: March ƢAugust 2020;  Iteration 4 : September 2020 ƢFebruary 2021
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R&DPROGRAMMEFORTHEPRICECOUPLINGALGORITHM I̱TERATION3 (2/2)

R&D topic Description Iteration 
#*

Share of 
Iteration 
workload 
and budget

Share of 
12 months 
workload 
and 
budget

CACM 
compliance Outcome and impact on CACM compliance

Implementation 
in production 
(forecast)

Market product 
improvements: 
PUN

Alternative MIP models: either full guarantee to find 
a PUN solution if one exists, or to certify that no 
solution exists.
PUN imbalance condition over the whole day 
hmrsd`c ne ƥodq odqhncƦ9 Jddor sgd rohqhs ne sgd 
current PUN requirements.

3 12.0% 6.0% Scalability 
improvement

Alternative MIP models: investigation stopped.
PUN imbalance conditions over whole day: modest 
improvements achieved, a clear custom adaptation of the PUN 
search shall help to reach better performance.

To be further 
investigated
(see iteration 4 
where 2 research 
tracks are 
recommended for 
implementation)

Architecture: 
Distributed computing 

Parallelization without hardware bottlenecks: 
several computers each with its own resources.
(topic started to be explored in iteration 2)

3 6.7% 3.3% Scalability 
improvement

DC enables Euphemia to distribute its computations on multiple 
computers. The DC architecture enables to coordinate different 
search strategies on multiple & separated machines.
Decrease of TTFS, more robustness, enables to process more 
nodes and more candidate solutions. HW solution needs to be 
adapted (multiple machines required)  in order to leverage the 
improvement (with 1 machine, status quo maintained). 

Euphemia 11.0 in 
2021 (though HW 
not yet adapted)

Euphemia training

Three online sessions (2 hours each) providing a 
high level view on concepts underlying Euphemia 
and providing background on how Euphemia works, 
in relation to Euphemia Lab R&D activities

3 3.3% 1.7% NA

The training (3 sessions) was organized in 2020, with numerous 
participants from Market System Design Group and also other 
SDAC groups. To be assessed whether this training is to be 
provided on regular basis in order to facilitate the integration of 
newcomers.

NA

Prospective and 
preparation costs

Diagnosis, preparation of iteration, 
iteration wrap-up 3 12.7% 6.3% NA

Recurrent cost: prepare a forthcoming iteration, prepare a wrap-
up of the ending iteration, diagnosis to search further 
improvement areas

NA

R&D report

*Iteration 2: September 2019 ƢFebruary 2020, presented in the 2019 CACM Annual report; Iteration 3: March ƢAugust 2020;  Iteration 4 : September 2020 ƢFebruary 2021
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R&DPROGRAMMEFORTHEPRICECOUPLINGALGORITHM I̱TERATION4 (1/3)

R&D topic Description Iteration 
#*

Share of 
Iteration 
workload 
and budget

Share of 
12 months 
workload 
and 
budget

CACM 
compliance Outcome and impact on CACM compliance

Implementation 
in production 
(forecast)

15 min MTU:
RD prototype

Ehm`khy`shnm ne sgd 04Ʀ Oqnsnsxod+ l`qjds cdrhfm 
consulting (support for the design/adaptations of
requirements) and later implementation updates 
based on the evolution of the requirements.

4 11.7% 5.8% Scalability 
improvement

Oqnsnsxod 2qc udqrhnm9 04ƦLST rtoonqs enq crossborder cross-
matching (core functionalities). NA: 15 min MTU 

support

15 min MTU: 
Dedicated scalability 
improvements and 
impact assessment

MDLN Eknv b`kbtk`shnmr+ khpthchsx vhsg 04Ʀ+ 
decomposition methods for large root nodes, 
configurations fine tuning

4 26.7% 13.3% Scalability 
improvement

Large root nodes: The decomposition methods while being 
promising for larger root nodes are for now not providing enough 
gains. To be paused and re-assessed after re-assessment of other 
sources of gains.
Advanced configuration management + automatic selections 
based on predefined criteria: to be implemented

Successfully 
finalized

Market product 
improvements:
PUN

Adaptation of the PUN search to better leverage 
additional degrees of freedom with a daily 
imbalance condition (instead of per period)
(started in iteration 3)
Ʈ O`q`kkdkhy`shnm ne sgd OTM rd`qbg+ onrrhakx 
leveraging the alternative PUN search strategies

4 13.3% 6.7% Scalability 
improvement

(1) Running multiple PUN jobs in parallel: - 15% computation time 
for a PUN Search
(2a) Improved PUN Search + (2b) Deactivation of feasopt:- 50% 
computation time within a job

No continuation:
(3) Multithreading the PUN position probing for all periods: no 
improvements
(4) Daily imbalance condition: ambiguous results (improvements 
on one side bring difficulties on other side)

(1) and (2a) 
successfully 
finalized. (2b) will 
depend on results 
of iteration 5

R&D report

*Iteration 2: September 2019 ƢFebruary 2020, presented in the 2019 CACM Annual report; Iteration 3: March ƢAugust 2020;  Iteration 4 : September 2020 ƢFebruary 2021
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R&DPROGRAMMEFORTHEPRICECOUPLINGALGORITHM I̱TERATION4 (2/3)

R&D topic Description Iteration 
#*

Share of 
Iteration 
workload 
and budget

Share of 
12 months 
workload 
and 
budget

CACM 
compliance Outcome and impact on CACM compliance

Implementation 
in production 
(forecast)

Heuristic 
algorithms Testing new heuristic: at root node 4 13.3% 6.7% Scalability 

improvement

On one hand, root node prices are good predictor of final market 
prices in bidding areas with blocks orders and SCOs (no classical 
CO). 
On the other hand,  TTFS is not reduced and can even increase, 
due to difficulty to calibrate the Delta Price for SCOs linked to the 
reintegration of complex orders. 
No promising results obtained, neither on the production batch nor 
on the 15MTU batch

To drop: no 
promising results

Architecture: 
Distributed 
computing 

Hardware study to identify best suitable hardware 
to reach best performances with DC and provide a 
cost/benefit
analysis of the different hardware options

4 3.3% 1.7% NA Recommendation provided with respect to the cost-benefit 
(performance) analysis

Linked to the DC 
HW 
implementation

Flow-based 
improvements

Dedicated follow-up work on CORE FB (go-live Q4 
2020) , ELIC (LTA inclusion in CORE), Nordic FB (go-
live Q2
2021), and Interim Coupling (DE-AT-PL-4M MC 
Project). Other flow-based management 
improvements based on
TSOs needs. Analysis of other upcoming TSO 
requirements.

4 1.7% 0.8% NA

KPIs mainly seek to quantify the improved operational security 
brought by ELI (Extended LTA Inclusion), and identify any 
odqenql`mbd hlo`bs- JOHr bnlots`shnmr qdpthqdc rnkuhmf ƪrl`kkƪ 
ad hoc optimization models aside Euphemia.

KPIs illustrated the added value of ELI in CORE flow-based: 
improved operational security comes from Market Clearing
Points (MCP) outputted by Euphemia closer to the original 
Ʃogxrhb`k eknv-a`rdc cnl`hmrƪ-  
Improved operational security.

CORE FB Experts 
decided to 
continue with ELI 
in CORE

R&D report

*Iteration 2: September 2019 ƢFebruary 2020, presented in the 2019 CACM Annual report; Iteration 3: March ƢAugust 2020;  Iteration 4 : September 2020 ƢFebruary 2021
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R&DPROGRAMMEFORTHEPRICECOUPLINGALGORITHM I̱TERATION4 (3/3)

R&D topic Description Iteration 
#*

Share of 
Iteration 
workload 
and budget

Share of 
12 months 
workload 
and 
budget

CACM 
compliance Outcome and impact on CACM compliance

Implementation 
in production 
(forecast)

Market design: 
Non-uniform pricing Study II 4 16.7% 8.3%

Delivery of a prototype
Further analyses: adjusted executed prices, size of side-payments, 
transfers across NEMOs/NEMO hubs/BZ when allowed

To be further 
investigated

Prospective and 
preparation costs

Diagnosis: Detailed performance analysis with 
enbtr nm 04ƦLST a`sbgdr hm uhdv ne sgd k`sdrs Q%C 
outcomes and latest available data. Delivery of an 
updated executive report on scalability.
Iteration wrap-up

4 13.3% 6.7% NA Recurrent cost: diagnosis, wrap-up of the ending iteration NA

Market design: 
Non-uniform pricing Study II 4 16.7% 8.3%

Delivery of a prototype
Further analyses: adjusted executed prices, size of side-payments, 
transfers across NEMOs/NEMO hubs/BZ when allowed

To be further 
investigated

R&D report

*Iteration 2: September 2019 ƢFebruary 2020, presented in the 2019 CACM Annual report; Iteration 3: March ƢAugust 2020;  Iteration 4 : September 2020 ƢFebruary 2021

Total budget for iterations of 3 and 4 is 720 000 ͎. 

The budget is shared equally between the two iterations.
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FUTURER&D

The delivered R&Dimprove Euphemia performance and makes it more
robust, able to support operations in the years to come. Nevertheless,
despite the important progress achieved within the adaptation to the
15 min MTU implementation, further R&Dwill be needed to finalize the
functionalities and improve the performance.

This shall include a) changes to existing heuristics; b) changes to
product design; d) alternative pricing rules.

- The short term target consists in finalizing the functionalities of the
15 min MTU module. Industrialization (merging into release) is
foreseen in Q4 2021 with potential follow-up for certain
functionalities, and further focus on improving performances.

- The open call for papers , organised in 2020, allowed to gather
several interesting ideas. They shall be further analysed within the
R&D,to assess whether they shall be implemented into Euphemia.

- Besides it, the corrective measures need to be explored, in case
that the required scalability would not assured for the 15 min MTU
implementation .

- The potential of the non-uniform pricing (NUP)shall be also further
explored: it could highly increase Euphemia±s performance and in
this way guarantee the sufficient performance for long time ahead.

- In addition, for the implementation of the co-optimization (analysis
currently ongoing within SDAC),an R&D action will be very likely
required before industrialization.

- In long-term perspective, other requirements, market growth and
increasing complexity are to be expected. The algorithm needs to
be able to satisfy them. Further research including disruptive
approaches, like non-uniform pricing, is thus needed.

R&D report



81

SIDC        Single Intraday Coupling


